BOROUGH OF WENONAH
REGULAR BUSINESS MEETING

MAY 23, 2024
OPENING:
a. Call to Order
b. Flag Salute
¢. Roll Call
d. Open Public Meetings Act Statement (this meeting is being videotaped and will be posted to the Borough
website)

e. Adoption of Agenda
Il.  PRIVILEGE OF THE FLOOR on Agenda items only
Approval of April 25, 2024, and December 14, 2023 council meeting minutes
lll. BUSINESS: RESOLUTIONS & ORDINANCES

ORDINANCE 2024-7 2nd READ Approving to exceed the municipal budget appropriation limits and establish a cap bank
(COLA) if needed
OPEN -- PUBLIC HEARING -- CLOSE-- ROLL CALL

OPEN PUBLIC HEARING ON THE 2024 MUNICIPAL BUDGET
CLOSE PUBLIC HEARING ON THE 2024 MUNICIPAL BUDGET-—-ROLL CALL

RESOLUTION 2024-53 Approving the adoption of the 2024 Municipal Budget READ BY TITLE ONLY

RESOLUTION 2024-54 Approving final change order #2 for CDBG lake project

RESOLUTION 2024-55 Approving final payment to Rambone for the CDBG lake project in the amount of $16,423.38
RESOLUTION 2024-56 Approving NJ Transit Added Bus Stops within the Borough of Wenonah

RESOLUTION 2024-57 Approving the release of retainage of $13,309.80 final payment to Arold for the Sanitary Sewer -
Main project.

RESOLUTION 2024-59 Authorizing the invitation of bids for the 2024 NJDOT infrastructure project N.Synnott & water main
project N.Clinton 2024 capital project.

ORDINANCE 2024-8 157 read Amending Stormwater Confrol Ordinance

V. COMMITTEE REPORTS:
a. Personnel - Susan Mayer
Public Works/Public Buildings & Grounds — Dan Cox
Public Safety — Anthony Fini
Finance & Budget — Jaclyn Graves
l.egal & Crdinance — Jonathan Barbato
. Public Programs - Jeanne Grigri
V.  ENGINEERS REPORT:

®ooo

—ry

Vl,  APPROVE DISBURSEMENTS
Vll.  OTHER BUSINESS

Motion to approve Lions Club holding their annual 4t of July parade




Motion to approve Wenonah Fire Company & American Legion use of Wenonah Park July 4, 2024

Vil PRIVILEDGE OF THE FLOOR {time iimit of 3 minutes per persén during public portion) |
X, RESOLUTION 2024-58 CLOSED EXECUTIVE SESSION (Potential litigation affordabie housing)

ADJOURN
NOTICE PURSUANT TO N.J.S.A 10:4-8(d)

The items listed on this tenfative agenda of the Mayor and Council of the Borough of Wenonah constitutes the agenda to the extent known at the #me of posting. Since this agenda is
tentafive, items may be added andfor deleted prior to the commencement of the meeting. Formal action may or may not be taken regarding each item llsted cn the final agenda.




BOROUGH OF WENONAH
COUNTY OF GLOUCESTER’
CALENDAR YEAR 2024
ORDINANCE TO EXCEED THE MUNICIPAL BUDGET APPROPRIATION LIMITS AND TO
ESTABLISH A CAP BANK
(N.J.S.A. 40A: 4-45.14)

ORDINANCE NO. 2024-7

WHEREAS, the Local Government Cap Law, N.J.S. 40A: 4-45.1 et seq., provides that in the preparation of its
annual budget, a municipality shall limit any increase in said budget up to 2.5% unless authorized by ordinance to
increase it to 3.5% over the previous year’s final appropriations, subject to certain exceptions; and,

WHEREAS, N.J.S.A. 40A: 4-45.15a provides that a municipality may, when authorized by ordinance, appropriate
the difference between the amount of its actual final appropriation and the 3.5% percentage rate as an exception to
its final appropriations in either of the next two succeeding years; and,

WHEREAS, the Borough Council of the Borough of Wenonah in the County of Gloucester finds it advisable and
necessary to increase its CY 2024 budget by up to 3.5% over the previous year’s final appropriations, in the interest
of promoting the health, safety and welfare of the citizens; and,

WHEREAS, the Borough Council hereby determines that a 1.0% increase in the budget for said year, amounting to
$ 10,966.21 in excess of the increase in final appropriations otherwise permitted by the Local Government Cap
Law, is advisable and necessary; and,

WHEREAS, the Borough Council hereby determines that any amount authorized hereinabove that is not
appropriated as part of the final budget shall be retained as an exception to final appropriation in either of the next
two succeeding years.

NOW THEREFORE BE IT ORDAINED, by the Borough Council of the Borough of Wenonah, in the County of
Gloucester, a majority of the full authorized membership of this governing body affirmatively concurring, that, in
the CY 2024 budget year, the final appropriations of the Borough of Wenonah shall, in accordance with this
ordinance and N.J.S.A. 40A: 4-45.14, be increased by 3.5%, amounting to $38,381.74, and that the CY 2024
municipal budget for the Borough of Wenonah be approved and adopted in accordance with this ordinance; and,

BE IT FURTHER ORDAINED, that any that any amount authorized hereinabove that is not appropriated as part
of the final budget shall be retained as an exception to final appropriation in either of the next two succeeding
years; and,

BE IT FURTHER ORDAINED, that a certified copy of this ordinance as introduced be filed with the Director of
the Division of Local Government Services within 5 days of introduction; and,

BE IT FURTHER ORDAINED, that a certified copy of this ordinance upon adoption, with the recorded vote
included thereon, be filed with said Director within 5 days after such adoption.

Introduced: April 25, 2024
Adopted:

ATTEST:
Karen L. Sweeney, Municipal Clerk Jessica S. Doheny, Mayor




BOROUGH OF WENONAH
RESOLUTION NO. 2024-53
A RESOLUTION ADOPTING THE 2024 BUDGET

Be It Resolved by the Mayor and Council of the Borough of Wenonah, County of Gloucester that the budget
hereinbefore set forth is hereby adopted and shall constitute an appropriation for the purposes stated of the sums
therein set forth as appropriations, and authorization of the amount of:

() $1,604,836.42 (Ttem 2 below) for municipal purposes, and
(b)  None (ftem 3 below) for school purposes in Type I School Districts only (N.J.S. 18A:9-2)
to be raised by taxation and,
(¢)  None (Item 4 below) to be added to the Certificate of amount to be raised by taxation for
lecal school purposes in Type 11 School Districts only (N.J.S. 18A:9-3) and certification to the
County Board of Taxation of the following summary of General revenues and appropriations.
(d) None (Sheet 43) Open Space, Recreation, Farmland and Historic Preservation Trust Fund Levy.
(e) $99,984.70 (Item 5 Below) Minimum Library Levy.

RECORDED VOTE

Ayes: Nays: - Abstained: Absent:
Councilpersons:

Jonathan Barbato

Dan Cox

Anthony Fini

Jackie Graves

Jeanne Grigri

Susan Mayer
1. General Revenues
Surplus Anticipated 08-100 $ 404.000.00
Misc. Revenues Anticipated 40004-10 $ 454,169.38
Receipts from Delinquent Taxes 15-499 $  65,000.00
2. AMOUNT TO BE RAISED BY TAXATION FOR MUNICIPAL
PURPOSES (Item 6 (a), Sheet 11) 07-190 $ 1,604,836.42
3. AMOUNT TO BE RAISED BY TAXATION FOR SCHOOLS IN TYPE I
SCHOOL DISTRICTS ONLY: Item 6, Sheet 42  (7-195 0.00
Item 6 (b), Sheet 11 (N.J.5.40A:4-14 07-191 0.00
Total Amount to be Raised by Taxation for Schools in :
Type 1 School Districts Only 0.00

4, TO BE ADDED TO THE CERTIFICATE FOR AMOUNT TO BE
RAISED BY TAXATION FOR SCHOOLS IN TYPE II SCHOOL

DISTRICTS ONLY:

Ttera 6 (b), Sheet 11 (N.J.S.40A:4-14) 07-191 0.00
5. AMOUNT TO BE RAISED BY TAXATION MINIMUM

LIBRARY LEVY 07-192 $  99,984.70

Total Revenues 40000-10 $2,627,990.50




GENERAL APPROPRIATIONS:

Within “CAPS”

(a&b) Operations Including Contingent .

(e} Deferred Charges and Statutory Expenditures -
Municipal

(g} Cash Deficit

Excluded from “CAPS”

{a) Operations — Total Operations Excluded From “CAPS”

(c) Capital Improvements

{d) Municipal Debt Service

{e} Deferred Charges — Municipal

(f) Judgements

{(n) Transferred to Board of Education for Use of
Local Schools (N.J.S.40:48-17.1 & 17.3)

{g) Cash Deficit

(k) For Local District School Purposes

(m) Reserve for Uncollected Taxes (Include Other
Reserves if Any)

$ 1,026,628.00

SCHOOL APPROPRIATIONS-TYPE I SCHOOL DISTRICTS ONLY

(N.J.S. 40A:4-13)

Total Appropriations

It is hereby certified that the within budget is a true copy of the budget finally adopted by resolution of the
Governing Body on the 23rd day of May, 2024. It is further certified that each item of revenue and
appropriation is set forth in the same amount and by the same title as appeared in the 2024 approved budget
and all amendments thereto, if any, which have been previously approved by the Director of Local

Government Services.

Adopted: May 23, 2024

Attest:

Signed:

Karen Sweeney, Municipal Clerk

$  73,157.00
0.00
$1,031,875.87
$ 0.00
$ 204,675.00
$ 0.00
0.00
0.00
0.00
0.00
$ 291,654.63
0.00
$2,627,990.50

Jessica Doheny, Mayor




RESOLUTION NO. 2024-54
OF THE MAYOR AND COUNCIL
OF THE BOROUGH OF WENONAH, COUNTY OF GLOUCESTER,
STATE OF NEW JERSEY
AUTHORIZING CHANGE ORDER #2 (FINAL) TO THE CONTRACT WITH
RAMBONE CONCRETE, LLC,
FOR THE CV-PF#3 COMMUNITY DEVELOPMENT BLOCK GRANT PROJECT FOR
ADA AND PARK IMPROVEMENTS TO JOHN AND KATHY HOWARD PARK

WHEREAS, pursuant to Resolution No. 2023-85, adopted October 26, 2023, the Mayor
and Council of the Borough of Wenonah approved and awarded, a contract to Rambone Concrete,
LLC, in the total amount of $149,084.00, for the CV-PF#3 Community Development Block Grant
Proiect for ADA and Park Improvements to John and Kathy Howard Park; and

WHEREAS, Borough Council authotized Borough Change Order Number 1 (Final), dated
March 19, 2024, via Resolution #2024-41, showing an increase of $29,805.00 and a decrease in
the amount of $24,000.00, resulting in an overall increase in the contract amount of $5,805.00.

WHEREAS, Change Order Number 1 (Final), in the amount of $5,805.00, equated to an
increase of 3.89% above the original contract amount of $149,084.00, for an amended Contract
Amount of $154,889.00, for the CV-PF#3 Community Development Block Grant Project for ADA
and Park Improvements to John and Kathy Howard Park; and

WHEREAS, David Kreck, the Borough Engineer has recommended Change Order
Number 2 (Final), dated May 15, 2024, (Exhibit A) for the purposes of reconciling the as-built
quantities, and which Change Order results in a decrease of $1,100.00 below the amended contract
amount of $154,889.00, for a Final Contract Amount of $153,789.00; and

WHEREAS, Change Order Number 2 (Final) equates to an overall increase of 3.16%
above the original contract amount of $149,084.00, for the CV-PF#3 Community Development
Block Grant Project for ADA and Park Improvements to John and Kathy Howard Park; and

WHEREAS, based upon this submission, it is the request and recommendation of the
Borough Engineer that Change Order Number 2 (Final) be approved by Mayor and Council of the
Borough of Wenonah; and

NOW, THEREFORE, BE IT RESOLVED, by the Mayor and Council of the Borough
of Wenonah, County of Gloucester, State of New Jersey, that the above accepted Change Order
Number 2 (Final), in the amount of -$1,100.00, is hereby approved and the Final contract amount
for the CV-PF#3 Community Development Block Grant Project, is hereby amended to
$153,789.00.
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ADOPTED at a regular meeting of the Borough Council of the Borough of Wenonah held
on May 23, 2024.

BOROUGH OF WENONAH

JESSICA S. DOHENY, Mayor

ATTEST:

KAREN L. SWEENEY, Municipal Clerk

CERTIFICATION

[ hereby certify that the above resolution is a true copy of a resolution adopted by the
Council of the Borough of Wenonah, County of Gloucester, State of New Jersey, at a meeting held
by the same on May 23, 2024, in the Borough’s Municipal Building, 1 South West Avenue,
Wenonah, New Jersey 08090,

KAREN .. SWEENEY
Municipal Clerk

00459989




RESOLUTION NO. 2024-55
OF THE MAYOR AND COUNCIL
OF THE BOROUGH OF WENONAH, COUNTY OF GLOUCESTER,
STATE OF NEW JERSEY

APPROVING PAYMENT #3 (FINAL)
TO RAMBONE CONCRETE, LLC,
FOR THE CV-PF#3 COMMUNITY DEVELOPMENT BLOCK GRANT PROJECT FOR
ADA AND PARK IMPROVEMENTS TO JOHN AND KATHY HOWARD PARK

WHEREAS, pursuant to Resolution No. 2023-85, adopted October 26, 2023, the Mayor
and Council of the Borough of Wenonah approved and awarded, a contract to Rambone Concrete,
LLC, in the total amount of $149,084.00, for the CV-PF#3 Community Development Block Grant
Project for ADA and Park Improvements to John and Kathy Howard Park; and

WHEREAS, pursuant to Resolution No. 2024-41, Borough Council approved Change
Order #1(Final), wherein the sum of $5,805.00 was added to the original contract price of
$149,084.00, for an amended contract price of $154,889.00; and

WHERFEAS, pursuant to Resolution No, 2024-54, Borough Council approved Borough
Change Order #2 wherein the sum of $1,100.00 was subtracted from the amended contract price
of $154,889.00, for a Final Contract Amount of $153,789.00; and

WHEREAS, the Final Contract Price of $153,789.00 reflects an overall increase of 3.16%
above the original contract amount of $149,084.00; and

WHEREAS, Rambone Concrete, LL.C has submitted its Application for Final Payment
(#3) in the amount of $16,423.38; and

WHEREAS, the Borough’s Engineer has inspected the work and has approved Final
Payment (#3) to Rambone Concrete, LLC in the sum of $16,423.38.

NOW, THEREFORE, BE IT RESOLVED, by the Mayor and Council of the Borough
of Wenonah, County of Gloucester, State of New Jersey, that that the Final Payment (#3) in the
amount of $16,423.38 to Rambone Concrete, LLC, is hereby approved and authorized conditioned
upon receipt of the required Maintenance Bond in a form acceptable to the Borough Engineer and
Borough Attomey.




ADOPTED at a Regular Meeting of the Mayor and Council of the Borough of Wenonah,
County of Gloucester, State of New Jersey held on May 23, 2024.

BOROUGH OF WENONAH
JESSICA S. DOHENY, Mayor
ATTEST:
KAREN L. SWEENEY, Municipal Clerk
CERTIFICATION

I hereby certify that the above resolution is a true copy of a resolution adopted by the
Council of the Borough of Wenonah, County of Gloucester, State of New Jersey, at a meeting held
by the same on May 23, 2024 in the Borough’s Municipal Building, 1 South West Avenue,
Wenonah, New Jersey 08090.

Karen Sweeney
Municipal Clerk




BOROUGH OF WENONAH
RESOLUTION NO., 2024 - 56

AUTHORIZING THE DESIGNATION OF ADDED BUS STOPS WITHIN THE

BOROUGH OF WENONAH PURSUANT TO N.J.S.A. 39-4-8(e)

WHEREAS, pursuant to N.J.S.A. 39-4-8 (e) the Mayor and Council of the Borough of

Wenonah the following described locations are designated as bus stops within the Borough of

Wenonah; and
ADDED STOPS
COUNTY ROAD
1. Along East Mantua Avenue (CR 632), eastbound, on the southerly side thereof at:
a. South Clinton Avenue - (Near side)
Beginning at the westerly curb line of South Clinton Avenue and extending
80 feet westerly therefrom (location 33318).
b. Woodbury — Glassboro Road - (Near side)
Beginning at the westerly curb line of Woodbury — Glassboro Road and extending
105 feet westerly therefrom (location 20061).
2. Along East Mantua Avenue (CR 632), westbound, on the northerly side thereof at:
a. Woodbury Glassboro Road - (Far side)
Beginning at the westerly curb line of Woodbury — Glassboro Road and extending
150 feet westerly therefrom (location 20060).
b. North Clinton Avenue - (Far side)
Beginning at the westerly curb line of North Clinton Avenue and extending
80 feet westerly therefrom (location 20058).
3. Along West Mantua Avenue (CR 632), easthound, on the southerly side thereof at:
a. South Lincoln Avenue - (Near side)
Beginning at the westerly curb line of South Lincoln Avenue and extending
105 feet westerly therefrom (location 20055).
b. South Monroe Avenue - (Near side)

Beginning at the westerly curb line of South Monroe Avenue and extending
105 feet westerly therefrom (location 20064).
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4. Along West Mantua Avenue (CR 632), westbound, on the norththerly side thereof at:

a. North Monroe Avenue - (Near side)
Beginning at the easterly curb line of North Monroe Avenue and extending
80 feet easterly therefrom (location 20057).

b. North Lincoln Avenue - (Near side)
Beginning at the easterly curb line of North Lincoln Avenue and extending
105 feet easterly therefrom (location 20056).

WHEREAS, the Borough Council of the Borough of Wenonah will enforce the needed
traffic regulations governing the bus stop locations and provide the necessary police security to
ensure the safety of the traveling public; and

WHEREAS, the Borough Council of the Borough of Wenonah presents the designation of
the additional bus stops pursuant to N.J.S.A. 39-4-8(e) as set forth above to the Borough Council and
seeks authority to approve and authorize the additional bus stops.

NOW, THEREFORE, BE IT RESOLVED, by the Mayor and Council of the Borough of
Wenonah, County of Gloucester, State of New Jersey, that the additional bus stops pursuant to
N.J.S.A. 39-4-8 (e) as set forth above are hereby authorized.

ADOPTED at a regular meeting of the Borough Council of the Borough of Wenonah
held on May 23, 2024.

BOROUGH OF WENONAH

Jessica S. Doheny, Mayor

ATTEST:

KAREN L. SWEENEY, Municipal Clerk

CERTIFICATION

I hereby certify that the above resolution is a true copy of a resolution adopted by the Council
of the Borough of Wenonah, County of Gloucester, State of New Jersey, at a meeting held by the
same on May 23, 2024, in the Borough’s Municipal Building, 1 South West Avenue, Wenonah, New
Jersey 08090.

KAREN L. SWEENEY
Municipal Clerk
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RESOLUTION NO. 2024 -57

AUTHORIZING THE RELEASE OF RETAINAGE IN THE AMOUNT OF $13,309.80 BASED ON
SUBURBAN CONSULTING ENGINEERS PAYMENT RECOMMENDATION NO. 2 WHICH
REPRESENTS FINAL PAYMENT ON CONTRACT 2022-17 FILE NO. SCE-R11851.011 WITH
AROLD CONSTRUCTION COMPANY, INC. FOR THE BOROUGH OF WENONAH SANITARY
SEWER MAIN REHABILITATION PROJECT

WHEREAS, pursuant to Resolution No, 2022-95, adopted December 22, 2022, the Mayor and Council
of the Borough of Wenonah approved and awarded, a contract to Arold Construction Company, Inc. in the total
amount of $821,205.00, for the Borough of Wenonah 2022 Sanitary Sewer Rehabilitation Project; and

WHEREAS, correspondence of the Borough Engineer, Suburban Consulting Engineers, Inc. dated April
26, 2024 (Exhibit “A”) has recommended the release of retainage in the amount of $13,309.80 for Payment
Recommendation No. 2, on the Contract dated December 18, 2023 (Exhibit “B”) .

WHEREAS, based upon this submission, it is the request and recommendation of the Borough Engineer,
Suburban Consulting Engineers that the Borough release the retainage in the amount of $13,309.80 and is hereby
authorized by Mayor and Council of the Borough of Wenonah; and

NOW, THEREFORE, BE IT RESOLVED, by the Mayor and Council of the Borough of Wenonah,
County of Gloucester, State of New Jersey, that the above recommendation by Suburban Consulting Engineers
for the Borough to release the retainage in the amount of $13,309.80 is hereby authorized.

ADOPTED at a regular meeting of the Borough Council of the Borough of Wenonah held on May 23,
2024.

BOROUGH OF WENONAH

Jessica S. Doheny, Mayor

ATTEST:

KAREN L. SWEENEY, Municipal Clerk
CERTIFICATION
I hereby certify that the above resolution is a true copy of a resolution adopted by the Council of the

Borough of Wenonah, County of Gloucester, State of New Jersey, at a meeting held by the same on May 23,
2024, in the Borough’s Municipal Building, 1 South West Avenue, Wenonah, New Jersey 08090.

KAREN L. SWEENEY
Municipal Clerk
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.Resolution No. R-2024-58

RESOLUTION TO ENTER INTO A CLOSED EXECUTIVE SESSION OF THE
WENONAH BOROUGH COUNCIL, COUNTY OF GLOUCESTER, STATE OF NEW
JERSEY

WHEREAS, Section 8 of the Open Public Meetings Act (N.J.S.A. 10:4-12(b)(1-9)
permits a body to exclude the public from a portion of a meeting of said body during
which certain matters are discussed, and

WHEREAS, N.J.S.A. 10:4-12 (B). (8) permits the exclusion of the public from a meeting
of a public body where there is discussion of “potential affordable housing
litigation” and;

WHEREAS, there is a need for discussion regarding said matters at this time;

NOW THEREFORE BE IT RESOLVED, by the Wenonah Borough Council, Gloucester
County, State of New Jersey, with the Mayor concurring, hereby authorizes as follows:

1. That the public shall be excluded from a Closed Executive Session of the
Wenonah Borough Council on May 23, 2024,

2. The purpose of the Closed Meeting is to discuss; potential affordable housing
litigation.

3. That these matters will be made available for public review upon their conclusion.
Approved at a meeting of the Wenonah Borough Council held on May 23, 2024

Dated: May 23, 2024

Jessica S. Doheny, Mayor

ATTEST:

Karen L. Sweeney, Municipal Clerk
CERTIFICATION

I hereby certify that the above resolution is a true copy of a resolution adopted by
the Council of the Borough of Wenonah, County of Gloucester, State of New Jersey, at a
meseting held by the same on May 23, 2024 in the Borough of Wenonah Municipal
Building, 1 South West Avenue, Wenonah, New Jersey 08090,

Karen L.. Sweeney
Municipal Clerk




RESOLUTION 2024-59
RESOLUTION AUTHORIZING INVITATION
OF BIDS FOR THE 2024 BOROUGH OF WENONAH INFRASTRUCTURE IMPROVEMENT PROJECT
WHICH INCLUDES THE 2023 NJDOT MUNICIPAL ATD PROJECT FOR ROADWAY IMPROVEMENTS TO
NORTH SYNNOTT AVENUE, FROM MANTUA AVENUE (CR #632) TO ELM STREET; AND WATER MAIN
IMPROVEMENTS TO NORTH CLINTON AVENUE, FROM MANTUA AVENUE (CR #632) TO POPLAR
- STREET (2024 CAPITAL PROGRAM)

'WHEREAS, the Borough Engineer has prepared specifications and bid documents for the 2024 Borough of
Wenonah Infrastructure Improvement Project, including the 2023 NJDOT Municipal Aid Project for Roadway

Improvements to North Synnott Avenue, from Mantua Avenue (CR #632} to Elm Street; and Water Main Improvements
to North Clinton Avenue, from Mantua Avenue (CR #632) to Poplar St. (2024 Capital Program).

WHEREAS, funds have been appropriated to defray the anticipated costs of the 2024 Borough of Wenonzah
Infrastructure Improvement Project;

NOW, THEREFORE, BE IT RESOLVED by the Borough Council of the Borough of Wenonah that advertisements
inviting bids for 2024 Borough of Wenonah Infrastructure Improvement Project is hereby authorized.

BOROUGH OF WENONAH

BY:

JESSICA S. DOHENY, MAYOR

ATTEST:

KAREN L. SWEENEY, MUNICIPAL CLERK

The foregoing Resolution was duly adopted by the Borough Council of the Borough of Wenonah at a Meeting held
May 23, 2024.

KAREN L. SWEENEY, MUNICIPAL CLERK

CERTIFICATION

I hereby certify that the above resolution is a true copy of a resolution adopted by the Council of the Borough of
Wenonah, County of Gloucester, State of New Jersey, at a meeting held by the same on May 23, 2024, in the Borough’s
Municipal Building, 1 South West Avenue, Wenonah, New Jersey 08090.

Karen L. Sweeney
~ Municipal Clerk




REPEALING AND REPLACING IN ITS ENTIRETY CHAPTER 72 SECTION 605 OF

WHEREAS, the New Jersey Department of Environmental Protection (NJDEP) has
mandated the adoption of a number of required amendments to incorporate the NJDEP Inland

Borough of Wenonah
Gloucester County, New Jersey

ORDINANCE NO. 2024-8

THE CODE OF THE BOROUGH OF WENONAH ENTITLED
“STORMWATER CONTROL”

Flood Protection Rules, which were made effective by the NJDEP on July 17, 2023 and

WHEREAS, the Borough Council desires to repeal and replace its existing Stormwater
Control Ordinance in its entirety with the following to comply with the NJDEP Inland Flood
Protection Rules and to serve the best interests of the Borough and its residents by establishing
stormwater management requirements consistent with N.J.A.C. 7:8 Stormwater

punimum

Management.

NOW, THEREFORE, BE IT ORDAINED, by the Mayor and Council of the Borough
of Wenonah, in the County of Gloucester and State of New Jersey, that Borough code Chapter 72

Section 6035 is hereby repealed in its entirety and replaced as follows:

Section 1. § 72-605: Article I: “Stormwater Control” Ordinance shall be amended as follows:

§ 72-605 Stormwater Control

Shall be revised to be:
§ 72-605.1. Scope and Purpose:

A.

B.

{00631840}

Policy Statement

Flood control, groundwater recharge, and pollutant reduction shall be achieved
through the use of stormwater management measures, including green
infrastructure Best Management Practices (GI BMPs) and nonstructural
stormwater management strategies. GI BMPs and low impact development (LID)
should be utilized to meet the goal of maintaining natural hydrology to reduce
stormwater runoff volume, reduce erosion, encourage infiltration and
groundwater recharge, and reduce pollution. GI BMPs and LID should be
developed based upon physical site conditions and the origin, nature and the
anticipated quantity, or amount, of potential pollutants. Multiple stormwater
management BMPs may be necessary to achieve the established performance
standards for water quality, quantity, and groundwater recharge.

Purpose




The purpose of this ordinance is to establish minimum stormwater management
requirements and controls for “major development,” as defined below in § 72-
605.2.

Applicability

1. This ordinance shall be applicable to the following major developments:
a. Non-residential major developments; and
b. Aspects of residential major developments that are not pre-empted by
the Residential Site Improvement Standards at N.J.A.C. 5:21.

2. This ordinance shall also be applicable to all major developments
undertaken by Wenonah.

3. An application required by ordinance pursuant to C.1 above that has been
submitted prior to June 27, 2024, shall be subject to the stormwater
management requirements in effect on June 26, 2024,

Compatibility with Other Permit and Ordinance Requirements

Development approvals issued pursuant to this ordinance are to be considered an
integral part of development approvals and do not relieve the applicant of the
responsibility to secure required permits or approvals for activities regulated by
any other applicable code, rule, act, or ordinance. In their interpretation and
application, the provisions of this ordinance shall be held to be the minimum
requirements for the promotion of the public health, safety, and general welfare.

This ordinance is not intended to interfere with, abrogate, or annul any other
ordinances, rule or regulation, statute, or other provision of law except that, where
any provision of this ordinance imposes restrictions different from those imposed
by any other ordinance, rule or regulation, or other provision of law, the more
restrictive provisions or higher standards shall control.

§ 72-605.2. Definitions:

For the purpose of this ordinance, the following terms, phrases, words and their
derivations shall have the meanings stated herein unless their use in the text of this
Chapter clearly demonstrates a different meaning. When not inconsistent with the
context, words used in the present tense include the future, words used in the plural
number include the singular number, and words used in the singular number include
the plural number. The word "shall" is always mandatory and not merely directory.
The definitions below are the same as or based on the corresponding definitions in
the Stormwater Management Rules at N.J.A.C. 7:8-1.2.
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“CAFRA Centers, Cores or Nodes” means those areas with boundaries
incorporated by reference or revised by the Department in accordance with
NJ.A.C. 7:7-13.16.

“CAFRA Planning Map” means the map used by the Department to identify the
location of Coastal Planning Areas, CAFRA centers, CAFRA cores, and CAFRA
nodes. The CAFRA Planning Map is available on the Department's Geographic
Information System (GIS).

“Community basin” means an infiltration system, sand filter designed to
infiltrate, standard constructed wetland, or wet pond, established in accordance
with N.J.A.C. 7:8-4.2(c)14, that is designed and constructed in accordance with
the New Jersey Stormwater Best Management Practices Manual, or an alternate
design, approved in accordance with N.JLA.C. 7:8-5.2(g), for an infiltration
system, sand filter designed to infiltrate, standard constructed wetland, or wet
pond and that complies with the requirements of this chapter.

“Compaction” means the increase in soil bulk density.

“Contributory drainage area” means the area from which stormwater runoff
drains to a stormwater management measure, not including the area of the
stormwater management measure itself.

“Core” means a pedestrian-oriented area of commercial and civic uses serving
the surrounding municipality, generaily including housing and access to public
transportation.

“County review agency” means an agency designated by the Board of County
Commissioners to review municipal stormwater management plans and
implementing ordinance(s). The county review agency may either be:

1. A county planning agency or

2. A county water resource association created under N.J.S.A 58:16A-55.5,
if the ordinance or resolution delegates authority to approve,
conditionally approve, or disapprove municipal stormwater management
plans and implementing ordinances.

“Department” means the Department of Environmental Protection.
“Designated Center” means a State Development and Redevelopment Plan

Center as designated by the State Planning Commission such as urban, regional,
town, village, or hamlet.
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“Design engineer” means a person professionally qualified and duly licensed in
New Jersey to perform engineering services that may include, but not necessarily
be limited to, development of project requirements, creation and development of
project design and preparation of drawings and specifications.

“Development” means the division of a parcel of land into two or more parcels,
the construction, reconstruction, conversion, structural alteration, relocation or
enlarge-enlargement of any building or structure, any mining excavation or
landfill, and any use or change in the use of any building or other structure, or
land or extension of use of land, for which permission is required under the
Municipal Land Use Law, N.J.S.A. 40:55D-1 et seq.

In the case of development of agricultural land, development means: any activity
that requires a State permit, any activity reviewed by the County Agricultural
Board (CAB) and the State Agricultural Development Committee (SADC), and
municipal review of any activity not exempted by the Right to Farm Act, N.J.S.A
4:1C-1 et seq.

“Disturbance” means the placement or reconstruction of impervious surface or
motor vehicle surface, or exposure and/or movement of soil or bedrock or
clearing, cutting, or removing of vegetation. Milling and repaving is not
considered disturbance for the purposes of this definition.

“Drainage area” means a geographic area within which stormwater, sediments,
or dissolved materials drain to a particular receiving waterbody or to a particular
point along a receiving waterbody.

“Environmentally constrained area” means the following areas where the
physical alteration of the land is in some way restricted, either through regulation,
easement, deed restriction or ownership such as: wetlands, floodplains,
threatened and endangered species sites or designated habitats, and parks and
preserves. Habitats of endangered or threatened species are identified using the
Department's Landscape Project as approved by the Department's Endangered
and Nongame Species Program.

“Fnvironmentally critical area” means an area or feature which is of significant
environmental value, including but not limited to: stream corridors, natural
heritage priority sites, habitats of endangered or threatened species, large areas of
contiguous open space or upland forest, steep slopes, and well head protection
and groundwater recharge areas. Habitats of endangered or threatened species
are identified using the Department’s Landscape Project as approved by the
Department’s Endangered and Nongame Species Program.
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“Empowerment Neighborhoods™ means neighborhoods designated by the Urban
Coordinating Council “in consultation and conjunction with” the New Jersey
Redevelopment Authority pursuant to N.J.S.A 55:19-69.

“Erosion” means the detachment and movement of soil or rock fragments by
water, wind, ice, or gravity.

“Green infrastructure”™ means a stormwater management measure that manages
stormwater close to its source by:

1. Treating stormwater runoff through infiltration into subsoil,
2. Treating stormwater runoff through filtration by vegetation or soil; or
3. Storing stormwater runoff for reuse.

"HUC 14" or "hydrologic unit code 14" means an area within which water drains
to a particular receiving surface water body, also known as a subwatershed, which
is identified by a 14-digit hydrologic unit boundary designation, delineated within
New Jersey by the United States Geological Survey.

“Impervious surface” means a surface that has been covered with a layer of
material so that it is highly resistant to infiltration by water.

“Infiltration™ is the process by which water seeps into the soil from precipitation.

“Lead planning agency” means one or more public entities having stormwater
management planning authority designated by the regional stormwater
management planning committee pursuant to N.J.A.C. 7:8-3.2, that serves as the
primary representative of the committee.

“Major development” means an individual “development,” as well as multiple
developments that individually or collectively result in:

1. The disturbance of one or more acres of land since February 2, 2004,

2. The creation of one-quarter acre or more of “regulated impervious
surface” since February 2, 2004,

3. The creation of one-quarter acre or more of “regulated motor vehicle
surface” since March 2, 2021 or the effective date of this ordinance,
whichever is earlier; or

4. A combination of 2 and 3 above that totals an area of one-quarter acre or
more. The same surface shall not be counted twice when determining if
the combination area equals one-quarter acre or more.

Major development includes all developments that are part of a common plan
of development or sale (for example, phased residential development) that
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collectively or individually meet any one or more of paragraphs 1, 2, 3, or 4
above. Projects undertaken by any government agency that otherwise meet
the definition of “major development” but which do not require approval
under the Municipal Land Use Law, N.J.S.A. 40:55D-1 et seq., arc also
considered “major development.”

“Motor vehicle” means land vehicles propelled other than by muscular power,
such as automobiles, motorcycles, autocycles, and low speed vehicles. For the
purposes of this definition, motor vehicle does not include farm equipment,
snowmobiles, all-terrain vehicles, motorized wheelchairs, go-carts, gas buggies,
golf carts, ski-slope grooming machines, or vehicles that run only on rails or
tracks.

“Motor vehicle surface” means any pervious or impervious surface that is
intended to be used by “motor vehicles” and/or aircraft, and is directly exposed
to precipitation including, but not limited to, driveways, parking areas, parking
garages, roads, racetracks, and runways.

“Municipality” means any city, borough, town, township, or village.

“New Jersey Stormwater Best Management Practices (BMP) Manual” or “BMP
Manual” means the manual maintained by the Department providing, in part,
design specifications, removal rates, calculation methods, and soil testing
procedures approved by the Department as being capable of contributing to the
achievement of the stormwater management standards specified in this chapter.
The BMP Manual is periodically amended by the Department as necessary to
provide design specifications on additional best management practices and new
information on already included practices reflecting the best available current
information regarding the particular practice and the Department’s determination
as to the ability of that best management practice to contribute to compliance with
the standards contained in this chapter. Alternative stormwater management
measures, removal rates, or calculation methods may be utilized, subject to any
limitations specified in this chapter, provided the design engineer demonsirates
to the municipality, in accordance with § 72-605.4F. of this ordinance and
N.J.A.C. 7.8-5.2(g), that the proposed measure and its design will contribute to
achievement of the design and performance standards established by this chapter.

“Node” means an area designated by the State Planning Commission
concentrating facilities and activities which are not organized in a compact form.

“Nutrient” means a chemical element or compound, such as nitrogen or
phosphorus, which is essential to and promotes the development of organisms.
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“Person” means any individual, corporation, company, partnership, firm,
association, political subdivision of this State and any state, interstate or Federal
agency.

“Pollutant” means any dredged spoil, solid waste, incinerator residue, filter
backwash, sewage, garbage, refuse, oil, grease, sewage sludge, munitions,
chemical wastes, biological materials, medical wastes, radioactive substance
(except those regulated under the Atomic Energy Act of 1954, as amended (42
U.S.C. § 2011 et seq.)), thermal waste, wrecked or discarded equipment, rock,
sand, cellar dirt, industrial, municipal, agricultural, and construction waste or
runoff, or other residue discharged directly or indirectly to the land, ground waters
or surface waters of the State, or to a domestic treatment works. “Poliutant”
includes both hazardous and nonhazardous pollutants.

"Public roadway or railroad" means a pathway for use by motor vehicles or
trains that is intended for public use and is constructed by, or on behalf of, a
public transportation entity. A public roadway or railroad does not include a
roadway or railroad constructed as part of a private development, regardless of
whether the roadway or railroad is ultimately to be dedicated to and/or
maintained by a governmental entity,

“Public transportation entity” means a Federal, State, county, or municipal
government, an independent State authority, or a statutorily authorized public-
private partnership program pursuant to P.L. 2018, c¢. 90 (N.J.S.A. 40A:11-52 et
seq.), that performs a public roadway or railroad project that includes new
construction, expansion, reconstruction, or improvement of a public roadway or
railroad.

“Recharge” means the amount of water from precipitation that infiltrates into the
ground and is not evapotranspired.

“Regulated impervious surface” means any of the following, alone or in
combination:

1. A net increase of impervious surface;

2. The total area of impervious surface collected by a new stormwater
conveyance system (for the purpose of this definition, a “new
stormwater conveyance system” is a stormwater conveyance system that
is constructed where one did not exist immediately prior to its
construction or an existing system for which a new discharge location is
created);

3. The total area of impervious surface proposed to be newly collected by
an existing stormwater conveyance system; and/or
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4. The total area of impervious surface collected by an existing stormwater
conveyance system where the capacity of that conveyance system is
increased.

“Regulated motor vehicle surface” means any of the following, alone or in
combination:

1. The total area of motor vehicle surface that is currently receiving water;
2. A net increase in motor vehicle surface; and/or
quality treatment either by vegetation or soil, by an existing stormwater
management measure, or by treatment at a wastewater treatment plant,
where the water quality treatment will be modified or removed.

“Sediment” means solid material, mineral or organic, that is in suspension, is
being transported, or has been moved from its site of origin by air, water or gravity
as a product of erosion.

“Site” means the lot or lots upon which a major development is to occur or has
occurred.

“Soil” means all unconsolidated mineral and organic material of any origin.

“State Development and Redevelopment Plan Metropolitan Planning Area
(PA1)” means an area delineated on the State Plan Policy Map and adopted by
the State Planning Commission that is intended to be the focus for much of the
State’s future redevelopment and revitalization efforts.

“State Plan Policy Map” is defined as the geographic application of the State
Development and Redevelopment Plan’s goals and statewide policies, and the
official map of these goals and policies.

“Stormwater” means water resulting from precipitation (including rain and snow)
that runs off the land’s surface, is transmitted to the subsurface, or is captured by
separate storm sewers or other sewage or drainage facilities, or conveyed by snow
removal equipment.

“Stormwater management BMP” means an excavation or embankment and
related areas designed to retain stormwater runoff. A stormwater management
BMP may either be normally dry (that is, a detention basin or infiltration system),
retain water in a permanent pool (a retention basin), or be planted mainly with
wetland vegetation (most constructed stormwater wetlands).

“Stormwater management measure” means any practice, technology, process,
program, or other method intended to control or reduce stormwater runoff and
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associated pollutants, or to induce or control the infiltration or groundwater
recharge of stormwater or to eliminate illicit or illegal non-stormwater discharges
into stormwater conveyances.

“Stormwater runoff” means water flow on the surface of the ground or in storm
sewers, resulting from precipitation.

“Stormwater management planning agency” means a public body authorized by
legislation to prepare stormwater management plans.

“Stormwater management planning area" means the geographic area for which a
stormwater management planning agency is authorized to prepare stormwater
management plans, or a specific portion of that area identified in a stormwater
management plan prepared by that agency.

“Tidal Flood Hazard Area” means a flood hazard area in which the flood
elevation resulting from the two-, 10-, or 100-year storm, as applicable, is
governed by tidal flooding from the Atlantic Ocean. Flooding in a tidal flood
hazard area may be contributed to, or influenced by, stormwater runoff from
inland areas, but the depth of flooding generated by the tidal rise and fall of the
Atlantic Ocean is greater than flooding from any fluvial sources. In some
situations, depending upon the extent of the storm surge from a particular storm
event, a flood hazard area may be tidal in the 100-year storm, but fluvial in more
frequent storm events.

“Urban Coordinating Council Empowerment Neighborhood” means a
neighborhood given priority access to State resources through the New Jersey
Redevelopment Authority.

“Urban Enterprise Zones™ means a zone designated by the New Jersey Enterprise
Zone Authority pursuant to the New Jersey Urban Enterprise Zones Act, N.J.S.A.
52:27H-60 et. seq.

“Urban Redevelopment Area” is defined as previously developed portions of
areas:

1. Delineated on the State Plan Policy Map (SPPM) as the Metropolitan
Planning Area (PA1), Designated Centers, Cores or Nodes;

2. Designated as CAFRA Centers, Cores or Nodes;

Designated as Urban Enterprise Zones; and

4. Designated as Urban Coordinating Council Empowerment
Neighborhoods.
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“Water control structure” means a structure within, or adjacent to, a water, which
intentionally or coincidentally alters the hydraulic capacity, the flood elevation
resulting from the two-, 10-, or 100-year storm, flood hazard area limit, and/or
floodway limit of the watet. Examples of a water control structure may include a
bridge, culvert, dam, embankment, ford (if above grade), retaining wall, and weir.

“Waters of the State” means the ocean and its estuaries, all springs, streams,
wetlands, and bodies of surface or groundwater, whether natural or artificial,
within the boundaries of the State of New Jersey or subject to its jurisdiction.

“Wetlands” or “wetland” means an area that is inundated or saturated by surface
water or ground water at a frequency and duration sufficient to support, and that
under normal circumstances does support, a prevalence of vegetation typically
adapted for life in saturated soil conditions, commonly known as hydrophytic
vegetation.

§ 72-605.3. Design and Performance Standards for Stormwater Management
Measures

A,

Stormwater management measures for major development shall be designed to
provide erosion control, groundwater recharge, stormwater runoff quantity
control, and stormwater runoff quality treatment as follows:

1, The minimum standards for erosion control are those established under the
Soil and Sediment Control Act, N.J.S.A. 4:24-39 et seq., and implementing
rules at N.J.A.C. 2:90.

2. The minimum standards for groundwater recharge, stormwater quality, and
stormwater runoff quantity shall be met by incorporating green
infrastructure.

The standards in this ordinance apply only to new major development and are
intended to minimize the impact of stormwater runoff on water quality and
water quantity in receiving water bodies and maintain groundwater recharge.
The standards do not apply to new major development to the extent that
alternative design and performance standards are applicable under a regional
stormwater management plan or Water Quality Management Plan adopted in
accordance with Department rules.

§ 72-605.4. Stormwater Management Requirements for Major Development

A.

(00631840}

The development shall incorporate a maintenance plan for the stormwater
management measures incorporated into the design of a major development in
accordance with § 72-605.10.

Stormwater management measures shall avoid adverse impacts of concentrated
flow on habitat for threatened and endangered species as documented in the
Department’s Landscape Project or Natural Heritage Database established under
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N.J.S.A, 13:1B-15.147 through 15.150, particularly Helonias bullata (swamp
pink) and/or Clemmys muhinebergi (bog turtle).

The following linear development projects are exempt from the groundwater
recharge, stormwater runoff quality, and stormwater runoff quantity
requirements of § 72-605.4P, Q and R:

1. The construction of an underground utility line provided that the disturbed
areas are revegetated upon completion;

2. The construction of an aboveground utility line provided that the existing
conditions are maintained to the maximum extent practicable; and

3. The construction of a public pedestrian access, such as a sidewalk or trail
with a maximum width of 14 feet, provided that the access is made of
permeable material.

A waiver from strict compliance from the green infrastructure, groundwater
recharge, stormwater runoff quality, and stormwater runoff quantity
requirements of § 72-605.40, P, Q and R may be obtained for the enlargement
of an existing public roadway or railroad; or the construction or enlargement of
a public pedestrian access, provided that the following conditions are met:

1. The applicant demonstrates that there is a public need for the project that
cannot be accomplished by any other means;

2. The applicant demonstrates through an alternative analysis, that through the
use of stormwater management measures, the option selected complies with
the requirements of § 72-605.40, P, Q and R to the maximum extent
practicable;

3. The applicant demonstrates that, in order to meet the requirements of § 72-
605.40, P, Q and R, existing structures currently in use, such as homes and
buildings, would need to be condemned; and

4. The applicant demonstrates that it does not own or have other rights to
areas, including the potential to obtain through condemnation lands not
falling under § 72-605.4D.3 above within the upstream drainage area of the
receiving stream, that would provide additional opportunities to mitigate the
requirements of § 72-605.40, P, Q and R that were not achievable onsite.

Tables 1 through 3 below summarize the ability of stormwater best management
practices identified and described in the New Jersey Stormwater Best
Management Practices Manual to satisfy the green infrastructure, groundwater
recharge, stormwater runoff quality and stormwater runoff quantity standards
specified in § 72-605.40, P, Q and R. When designed in accordance with the
most current version of the New Jersey Stormwater Best Management Practices
Manual, the stormwater management measures found at N.J.A.C. 7:8-5.2 (f)
Tables 5-1, 5-2 and 5-3 and listed below in Tables 1, 2 and 3 are presumed to be
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capable of providing stormwater controls for the design and performance
standards as outlined in the tables below. Upon amendments of the New Jersey
Stormwater Best Management Practices to reflect additions or deletions of
BMPs meeting these standards, or changes in the presumed performance of
BMPs designed in accordance with the New Jersey Stormwater BMP Manual,
the Department shall publish in the New Jersey Registers a notice of
administrative change revising the applicable table. The most current version of
the BMP Manual can be found on the Department’s website at:

https://njstormwater.org/bmp manual2.htm.

Where the BMP tables in the NJ Stormwater Management Rule are different
due to updates or amendments with the tables in this ordinance the BMP Tables
in the Stormwater Management rule at N.J.A.C. 7:8-5.2(f) shall take
precedence.
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Table 1

Green Infrastructure BMPs for Groundwater Recharge, Stormwater Runoff Quality, and/or
Stormwater Runoff Quantity

Stormwater Minimum
Best Runoff Quality Stormwater Separation from
Management TSS Removal Runoff Groundwater | Seascnal High
Practice Rate Quantity Recharge Water Table
(percent) {feet)

Cistern 0 Yes No -
Dry Wellf 9 No Yes 2
Grass Swale 50 or less No No 26

1_52
Green Roof 0 ‘Yes No -=
Manufactured Dependent
Treatment 50 or 80 No No upon the
Devicel @ device
Pervious Yegh 20
Paving 80 Yes No© 1@
System®)
Small-Scale Yesih 2h
Bioretentian 80 or 50 Yes Not! 1@
Basin®
Small-Scale
Infiltration 80 Yes Yes 2
Basin®!
Small-Scale 80 Yes Yes 2
Sand Filter
Vegetative 60-80 No No --
Filter Strip

13
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Table 2

Green Infrastructure BMPs for Stormwater Runoff Quantity

{or for Groundwater Recharge and/or Stormwater Runoff Quality

with a Waiver or Variance from N.J.A.C. 7:8-5.3}

{00631840}

Stormwater Minimum
Best Runoff Quality | Stormwater Separation from
Management | TS5 Removal Runoff Groundwater Seasonal High
Practice Rate Quantity Recharge Woater Table

{percent} {feet)
Bioretention 80 0r90 Yes Yash 26
System Nol 16
Infiltration 80 Yes Yes 2
Basin
Sand Filier® 80 Yes Yes 2
Standard
Constructed a0 Yes No N/A
Wetland
Wet Pond@ 50-90 Yes No N/A
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Table 3
BMPs for Groundwater Recharge, Stormwater Runoff Quality, and/or Stormwater Runoff
Quantity
only with a Waiver or Variance from N.i.A.C, 7:8-5.3
Stormwater Minimum
Best Runoff Quality | Stormwater Separation from

Management | TSS Removal Runoff Groundwater Seasonal High

Practice Rate Quantity Recharge Water Table

(percent) {feet)

Blue Roof 0 Yes No N/A
Extended
Detention 40-60 Yes No 1
Basin
Manufactured Dependent
Treatment 50 or 80 No No upon the
Device® device
Sand Filter® 20 Yes No 1
Subsurface
Gravel a0 No No 1
Wetland
Wet Pond 50-90 Yes No N/A

Notes to Tables 1, 2, and 3:

{00631840}

(a) subject to the applicable contributory drainage area limitation specified at §
72-605.40.2,

(b) designed to infiltrate into the subsoil;

(¢) designed with underdrains;

(d) designed to maintain at least a 10-foot wide area of native vegetation along
at least 50 percent of the shoreline and to include a stormwater runoff
retention component designed to capture stormwater runoff for beneficial
reuse, such as irrigation;

(e) designed with a slope of less than two percent;

(f) designed with a slope of equal to or greater than two percent;

(g) manufactured treatment devices that meet the definition of green
infrastructure at § 72-605.2;

(h) manufactured treatment devices that do not meet the definition of green
infrastructure at § 72-605.2.
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An alternative stormwater management measure, alternative removal rate,
and/or alternative method to calculate the removal rate may be used if the
design engineer demonstrates the capability of the proposed alternative
stormwater management measure and/or the validity of the alternative rate or
method to the municipality. A copy of any approved alternative stormwater
management measure, alternative removal rate, and/or alternative method to
calculate the removal rate shall be provided to the Department in accordance
with § 72-605.6B. Alternative stormwater management measures may be used
to satisfy the requirements at § 72-605.40 only if the measures meet the
definition of green infrastructure at § 72-605.2. Alternative stormwater
management measures that function in a similar manner to a BMP listed at § 72-
605.40.2 are subject to the contributory drainage area limitation specified at §
72-605.40.2 for that similarly functioning BMP. Alternative stormwater
management measures approved in accordance with this subsection that do not
function in a similar manner to any BMP listed at § 72-605.40.2 shall have a
contributory drainage area less than or equal to 2.5 acres, except for alternative
stormwater management measures that function similarly to cisterns, grass
swales, green roofs, standard constructed wetlands, vegetative filter strips, and
wet ponds, which are not subject to a contributory drainage area limitation.
Alternative measures that function similarly to standard constructed wetlands or
wet ponds shall not be used for compliance with the stormwater runoff quality
standard unless a variance in accordance with N.J.A.C. 7:8-4.6 or a waiver from
strict compliance in accordance with § 72-605.4D is granted from § 72-605.40.

Whenever the stormwater management design includes one or more BMPs that
will infiltrate stormwater into subsoil, the design engineer shall assess the
hydraulic impact on the groundwater table and design the site, so as to avoid
adverse hydraulic impacts. Potential adverse hydraulic impacts include, but are
not limited to, exacerbating a naturally or seasonally high water table, so as to
cause surficial ponding, flooding of basements, or interference with the proper
operation of subsurface sewage disposal systems or other subsurface structures
within the zone of influence of the groundwater mound, or interference with the
proper functioning of the stormwater management measure itself.

Design standards for stormwater management measures are as follows.

1. Stormwater management measures shall be designed to take into account the
existing site conditions, including, but not limited to, environmentally
critical areas; wetlands; flood-prone areas; slopes; depth to seasonal high
water table; soil type, permeability, and texture; drainage area and drainage
patterns; and the presence of solution-prone carbonate rocks (limestone),

2. Stormwater management measures shall be designed to minimize
maintenance, facilitate maintenance and repairs, and ensure proper
functioning. Trash racks shall be installed at the intake to the outlet
structure, as appropriate, and shall have parallel bars with one-inch spacing
between the bars to the elevation of the water quality design storm. For
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elevations higher than the water quality design storm, the parallel bars at the
outlet structure shall be spaced no greater than one-third the width of the
diameter of the orifice or one-third the width of the weir, with a minimum
spacing between bars of one inch and a maximum spacing between bars of
six inches. In addition, the design of trash racks must comply with the
requirements of § 72-605.8C;

3. Stormwater management measures shall be designed, constructed, and
installed to be strong, durable, and corrosion resistant. Measures that are
consistent with the relevant portions of the Residential Site Improvement
Standards at N.J.A.C. 5:21-7.3, 7.4, and 7.5 shall be deemed to meet this
requirement;

4, Stormwater management BMPs shall be designed to meet the minimum
safety standards for stormwater management BMPs at § 72-605.8; and

5. The size of the orifice at the intake to the outlet from the stormwater
management BMP shall be a minimum of two and one-half inches in
diameter.

Manufactured treatment devices may be used to meet the requirements of this
subchapter, provided the pollutant removal rates are verified by the New Jersey
Corporation for Advanced Technology and certified by the Department.
Manufactured treatment devices that do not meet the definition of green
infrastructure at § 72-605.2 may be used only under the circumstances described
at § 72-605.40.4.

Any application for a new agricultural development that meets the definition of
major development at § 72-605.2 shall be submitted to the Soil Conservation
District for review and approval in accordance with the requirements at § 72-
605.40, P, Q and R and any applicable Soil Conservation District guidelines for
stormwater runoff quantity and erosion control. For purposes of this subsection,
"agricultural development" means land uses normally associated with the
production of food, fiber, and livestock for sale. Such uses do not include the
development of land for the processing or sale of food and the manufacture of
agriculturally related products.

If there is more than one drainage area, the groundwater recharge, stormwater
runoff quality, and stormwater runoff quantity standards at § 72-605.4P, Q and
R shall be met in each drainage area, unless the runoff from the drainage areas
converge onsite and no adverse environmental impact would occur as a result of
compliance with any one or more of the individual standards being determined
utilizing a weighted average of the results achieved for that individual standard
across the affected drainage areas.

. Any stormwater management measure authorized under the municipal

stormwater management plan or ordinance shall be reflected in a deed notice
recorded in the Office of the Gloucester County Clerk. A form of deed notice
shall be submitted to the municipality for approval prior to filing. The deed
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notice shall contain a description of the stormwater management measure(s)
used to meet the green infrastructure, groundwater recharge, stormwater runoff
quality, and stormwater runoff quantity standards at § 72-605.40, P, Qand R
and shall identify the location of the stormwater management measure(s) in
NAD 1983 State Plane New Jersey FIPS 2900 US Feet or Latitude and
Longitude in decimal degrees. The deed notice shall also reference the
maintenance plan required to be recorded upon the deed pursuant to § 72-
605.10B.5. Prior to the commencement of construction, proof that the above
required deed notice has been filed shall be submitted to the municipality.
Proof that the required information has been recorded on the deed shall be in the
form of either a copy of the complete recorded document or a receipt from the
clerk or other proof of recordation provided by the recording office. However,
if the initial proof provided to the municipality is not a copy of the complete
recorded document, a copy of the complete recorded document shall be
provided to the municipality within 180 calendar days of the authorization
granted by the municipality.

A stormwater management measure approved under the municipal stormwater
management plan or ordinance may be altered or replaced with the approval of
the municipality, if the municipality determines that the proposed alteration or
replacement meets the design and performance standards pursuant to § 72-605.4
of this ordinance and provides the same level of stormwater management as the
previously approved stormwater management measure that is being altered or
replaced. If an alteration or replacement is approved, a revised deed notice shall
be submitted to the municipality for approval and subsequently recorded with
the Office of the Gloucester County Clerk and shall contain a description and
location of the stormwater management measure, as well as reference to the
maintenance plan, in accordance with M above. Prior to the commencement of
construction, proof that the above required deed notice has been filed shall be
submitted to the municipality in accordance with M above.

Green Infrastructure Standards

1. This subsection specifies the types of green infrastructure BMPs that may be
used to satisfy the groundwater recharge, stormwater runoff quality, and
stormwater runoff quantity standards.

2. To satisfy the groundwater recharge and stormwater runoff quality standards
at § 72-605.4P and Q, the design engineer shall utilize green infrastructure
BMPs identified in Table 1 at § 72-605.4F and/or an alternative stormwater
management measure approved in accordance with § 72-605.4G, The
following green infrastructure BMPs are subject to the following maximum
contributory drainage area limitations:
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Best Management Maximum Contributory Drainage

Practice Area
Pry Weli 1 acre
Manufactured Treatment Device 2.5 acres
Pervious Pavement Systems Area of additional inflow cannot

exceed three times the area
occupied by the BMP

Small-scale Bioretention Systems 2.5 acres
Small-scale Infiltration Basin 2.5 acres
Small-scale Sand Filter 2.5 acres

3. To satisfy the stormwater runoff quantity standards at § 72-605.4R, the
design engineer shall utilize BMPs from Table 1 or from Table 2 and/or an

alternative stormwater management measure approved in accordance with §
72-605.4G.

4. If a variance in accordance with N.J.A.C. 7:8-4.6 or a waiver from strict
compliance in accordance with § 72-605.4D is granted from the
requirements of this subsection, then BMPs from Table 1, 2, or 3, and/or an
alternative stormwater management measure approved in accordance with §
72-605.4G may be used to meet the groundwater recharge, stormwater
runoff quality, and stormwater runoff quantity standards at § 72-605.4P, Q
and R.

5. For separate or combined storm sewer improvement projects, such as sewer
separation, undertaken by a government agency or public utility (for
example, a sewerage company), the requirements of this subsection shall
only apply to areas owned in fee simple by the government agency or utility,
and areas within a right-of-way or easement held or controlled by the
government agency or utility; the entity shall not be required to obtain
additional property or property rights to fully satisfy the requirements of this
subsection. Regardless of the amount of area of a separate or combined
storm sewer improvement project subject to the green infrastructure
requirements of this subsection, each project shall fully comply with the
applicable groundwater recharge, stormwater runoff quality control, and
stormwater runoff quantity standards at § 72-605.4P, Q and R, unless the
project is granted a waiver from strict compliance in accordance with § 72-
605.4D.

P. Groundwater Recharge Standards

1. This subsection contains the minimum design and performance standards
for groundwater recharge as follows:
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The design engineer shall, using the assumptions and factors for stormwater
runoff and groundwater recharge calculations at § 72-605.5, either:

i.

ii.

Demonstrate through hydrologic and hydraulic analysis that the site and
its stormwater management measures maintain 100 percent of the
average annual pre-construction groundwater recharge volume for the
site; or

Demonstrate through hydrologic and hydraulic analysis that the increase
of stormwater runoff volume from pre-construction to post-construction
for the projected 2-year storm, as defined and determined pursuant to §
72-605.5.D of this ordinance, is infiltrated.

. This groundwater recharge requirement does not apply to projects within the

“urban redevelopment area,” or to projects subject to 4 below,
The following types of stormwater shall not be recharged:

i.

ii.

Stormwater from areas of high pollutant loading. High pollutant loading
areas are areas in industrial and commercial developments where
solvents and/or petroleum products are loaded/unloaded, stored, or
applied, areas where pesticides are loaded/unloaded or stored; areas
where hazardous materials are expected to be present in greater than
“reportable quantities” as defined by the United States Environmental
Protection Agency (EPA) at 40 CFR 302.4; areas where recharge would
be inconsistent with Department approved remedial action work plan
approved pursuant to the Administrative Requirements for the
Remediation of Contaminated Sites rules, N.J.A.C, 7:26C, or
Department landfill closure plan and areas; and areas with high risks for
spills of toxic materials, such as gas stations and vehicle maintenance
facilities; and

Industrial stormwater exposed to “source material.” “Source material”
means any material(s) or machinery, located at an industrial facility, that
is directly or indirectly related to process, manufacturing or other
industrial activities, which could be a source of pollutants in any
industrial stormwater discharge to groundwater. Source materials
include, but are not limited to, raw materials; intermediate products;
final products; waste materials; by-products; industrial machinery and
fuels, and lubricants, solvents, and detergents that are related to process,
manufacturing, or other industrial activities that are exposed to
stormwater.

Q. Stormwater Runoff Quality Standards
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1.

This subsection contains the minimum design and performance standards to
control stormwater runoff quality impacts of major development.
Stormwater runoff quality standards are applicable when the major
development results in an increase of one-quarter acre or more of regulated
motor vehicle surface.
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2. Stormwater management measures shall be designed to reduce the post-

construction load of total suspended solids (TSS) in stormwater runoff
generated from the water quality design storm as follows:

i. Eighty percent TSS removal of the anticipated load, expressed as an
annual average shall be achieved for the stormwater runoff from the net
increase of motor vehicle surface.

ii. If the surface is considered regulated motor vehicle surface because the
water quality treatment for an area of motor vehicle surface that is
currently receiving water quality treatment either by vegetation or soil,
by an existing stormwater management measure, or by treatment at a
wastewater treatment plant is to be modified or removed, the project
shall maintain or increase the existing 1SS removal of the anticipated
load expressed as an annual average.

. The requirement to reduce TSS does not apply to any stormwater runoffin a

discharge regulated under a numeric effluent limitation for TSS imposed
under the New Jersey Pollutant Discharge Elimination System (NJPDES)
rules, N.JLA.C, 7:14A, or in a discharge specifically exempt under a
NJPDES permit from this requirement. Every major development, including
any that discharge into a combined sewer system, shall comply with 2
above, unless the major development is itself subject to a NJPDES permit
with a numeric effluent limitation for TSS or the NJPDES permit to which
the major development is subject exempts the development from a numeric
effluent limitation for TSS.

. The water quality design storm is 1.25 inches of rainfall in two hours,

Water quality calculations shall take into account the distribution of rain
from the water quality design storm, as reflected in Table 4, below. The
calculation of the volume of runoff may take into account the
implementation of stormwater management measures.
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Table 4 - Water Quality Design Storm Distribution

Cumuiative Cumulative Cumulative
Time Rainfal Time Rainfall Time Rainfal}
{(Minutes) {Inches) {Minutes) {inches) (Minutes) {Inches)

1 0.00166 41 0.1728 81 1.0906

2 0.00332 42 0.1796 82 1.0972

3 0.00498 43 0.1864 83 1.1038

4 0.00664 44 0.1932 34 1.4104

5 0.00830 45 0.2000 85 1.1170

& 0.00996 46 0.2117 &6 1.1236

7 0.01162 47 0.2233 B7 1.1302

8 0.01328 43 0.2350 a8 1.1368

9 0.01494 45 0.2466 89 1.1434
10 0.01660 50 (0.2583 S0 1.1500
i1 0.01828 51 0.2783 91 1.1550
12 0.015%6 52 0.2983 92 1.1600
13 0.02164 53 0.3183 93 1.1650
14 0.02332 54 0.3383 a4 1.1700
15 0.02500 55 0.3583 55 1.1750
16 0.63000 56 04116 96 1.1800
17 0.03500 57 0.4650 97 1.1850
18 0.04000 58 0.5183 93 1,19Q0
19 0.04500 5% 0.5717 99 1.1850
20 (.05000 60 0.6250 100 1.2000
21 0.05500 61 0.6783 101 1.2050
22 0.06000 62 0.7317 102 12100
23 0.06500 63 0.7850 103 1.2150
24 0.07000 64 0.83384 104 1.2200
25 0.07500 a5 0.8917 105 1.2250
26 0.08000 66 09117 106 1.2267
27 0.08500 67 0.9317 107 1.2284
28 0.09000 68 0.9517 108 1.2300
29 3.09500 69 09717 109 1.2317
30 0.10000 70 0.9917 110 1.2334
31 0.10660 71 1.0034 111 1,2351
32 0.11320 72 1.0150 112 1.2367
33 0.11980 73 1.0267 113 1.2384
34 0.12640 74 1.0383 114 1.2400
35 0.13300 75 1.0500 115 1.2417
36 0.13960 76 1.0568 116 1.2434
37 0.14620 77 1.0636 117 1.2450
38 (.15280 78 1.0704 118 1.2467
39 0.15940 79 1.0772 119 1.2483
40 0.16600 30 1.0840 120 1.2500
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5. If more than one BMP in series is necessary to achieve the required 80
percent TSS reduction for a site, the applicant shall utilize the following
formula to calculate TSS reduction:

R=A+B-(AxB)/100,
Where

R = total TSS Percent Load Removal from application of both BMPs, and
A = the TSS Percent Removal Rate applicable to the first BMP
B = the TSS Percent Removal Rate applicable to the second BMP.

6. Stormwater management measures shall also be designed to reduce, to the
maximum extent feasible, the post-construction nutrient load of the
anticipated load from the developed site in stormwater runoff generated
from the water quality design storm. In achieving reduction of nutrients to
the maximum extent feasible, the design of the site shall include green
infrastructure BMPs that optimize nutrient removal while still achieving the
performance standards in § 72-605.4P, Q and R.

7. In accordance with the definition of FW1 at N.J.A.C. 7:9B-1.4, stormwater
management measures shall be designed to prevent any increase in
stormwater runoff to waters classified as FW1.,

8. The Flood Hazard Area Control Act Rules at N.J.A.C. 7:13-4.1(c)1 establish
300-foot riparian zones along Category One waters, as designated in the
Surface Water Quality Standards at NJ.A.C. 7:9B, and certain upstream
tributaries to Category One waters. A person shall not undertake a major
development that is located within or discharges into a 300-foot riparian
zone without prior authorization from the Department under N.J.A.C. 7:13.

9. Pursuant to the Flood Hazard Area Control Act Rules at N.J.A.C. 7:13-
11.2(3)3.i, runoff from the water quality design storm that is discharged
within a 300-foot riparian zone shall be treated in accordance with this
subsection to reduce the post-construction load of total suspended solids by
95 percent of the anticipated load from the developed site, expressed as an
annual average.

10. This stormwater runoff quality standards do not apply to the construction of
one individual single-family dwelling, provided that it is not part of a larger
development or subdivision that has received preliminary or final site plan
approval prior to December 3, 2018, and that the motor vehicle surfaces are
made of permeable material(s) such as gravel, dirt, and/or shells.

R. Stormwater Runoff Quantity Standards

1. This subsection contains the minimum design and performance standards to
control stormwater runoff quantity impacts of major development.
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2. In order to control stormwater runoff quantity impacts, the design engineer
shall, using the assumptions and factors for stormwater runoff calculations
at § 72-605.5, complete one of the following:

i. Demonstrate through hydrologic and hydraulic analysis that for
stormwater leaving the site, post-construction runoff hydrographs for the
current and projected 2-, 10~, and 100-year storm events, as defined and
determined in § 72-605.5.C and D, respectively, of this ordinance, do
not exceed, at any point in time, the pre-construction runoff hydrographs
for the same storm events;

ii. Demonstrate through hydrologic and hydraulic analysis that there is no
increase, as compared to the pre-construction condition, in the peak
runoff rates of stormwater leaving the site for the current and projected
2-, 10- and 100-year storm events, as defined and determined pursuant
to § 72-605.5.C and D, respectively, of this ordinance, and that the
increased volume or change in timing of stormwater runoff will not
increase flood damage at or downstream of the site. This analysis shall
include the analysis of impacts of existing land uses and projected land
uses assuming full development under existing zoning and land use
ordinances in the drainage area;

iii. Design stormwater management measures so that the post-construction
peak runoff rates for the current and projected 2-, 10- and 100-year
storm events, as defined and determined in § 72-605.5.C and D,
respectively, of this ordinance, are 50, 75 and 80 percent, respectively,
of the pre-construction peak runoff rates. The percentages apply only to
the post-construction stormwater runoff that is attributable to the portion
of the site on which the proposed development or project is to be
constructed; or

iv. Intidal flood hazard areas, stormwater runoff quantity analysis in
accordance with 2.4, ii and iii above is required unless the design
engineer demonstrates through hydrologic and hydraulic analysis that
the increased volume, change in timing, or increased rate of the
stormwater runoff, or any combination of the three will not result in
additional flood damage below the point of discharge of the major
development. No analysis is required if the stormwater is discharged
directly into any ocean, bay, inlet, or the reach of any watercourse
between its confluence with an ocean, bay, or inlet and downstream of
the first water control structure.

3. The stormwater runoff quantity standards shall be applied at the site’s
boundary to each abutting lot, roadway, watercourse, or receiving storm

sewer system.

§ 72-605.5. Calculation of Stormwater Runoff and Groundwater Recharge:

A. Stormwater runoff shall be calculated in accordance with the following:
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1.

The design engineer shall calculate runoff using the following method:

The USDA Natural Resources Conservation Service (NRCS)
methodology, including the NRCS Runoff Equation and Dimensionless
Unit Hydrograph, as described in Chapters 7, 9, 10, 15 and 16 Part 630,
Hydrology National Engineering Handbook, incorporated herein by
reference as amended and supplemented. This methodology is
additionally described in Technical Release 55 - Urban Hydrology for
Small Watersheds (TR-55), dated June 1986, incorporated herein by
reference as amended and supplemented. Information regarding the
methodology is available from the Natural Resources Conservation
Service website at:

https://directives,sc.egov.usda.gov/viewerFS.aspx7hid=21422

or at United States Department of Agriculture Natural Resources
Conservation Service, New Jersey State Office.

2. For the purpose of calculating curve numbers and groundwater recharge,

there is a presumption that the pre-construction condition of a site or portion
thereof is a wooded land use with good hydrologic condition. The term
“curve number” applies to the NRCS methodology above at § 72-605.5A.1.
A curve number or a groundwater recharge land cover for an existing
condition may be used on all or a portion of the site if the design engineer
verifies that the hydrologic condition has existed on the site or portion of the
site for at least five years without interruption prior to the time of
application. If more than one land cover has existed on the site during the
five years immediately prior to the time of application, the land cover with
the lowest runoff potential shall be used for the computations. In addition,
there is the presumption that the site is in good hydrologic condition (if the
land use type is pasture, lawn, or park), with good cover (if the land use type
is woods), or with good hydrologic condition and conservation treatment (if
the land use type is cultivation).

. In computing pre-construction stormwater runoff, the design engineer shall

account for all significant land features and structures, such as ponds,
wetlands, depressions, hedgerows, or culverts, that may reduce pre-
construction stormwater runoff rates and volumes.

In computing stormwater runoff from all design storms, the design engineer
shall consider the relative stormwater runoff rates and/or volumes of
pervious and impervious surfaces separately to accurately compute the rates
and volume of stormwater runoff from the site. To calculate runoff from
unconnected impervious cover, urban impervious area modifications as
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described in the NRCS Technical Release 55 — Urban Hydrology for Small
Watersheds or other methods may be employed.

5. If the invert of the outlet structure of a stormwater management measure is
below the flood hazard design flood elevation as defined at N.J.A.C. 7:13,
the design engineer shall take into account the effects of tailwater in the
design of structural stormwater management measures.

B. Groundwater recharge may be calculated in accordance with the following:

The New Jersey Geological Survey Report GSR-32, A Method for Evaluating
Groundwater-Recharge Areas in New Jersey, incorporated herein by reference as
amended and supplemented. Information regarding the methodology is available
from the New Jersey Stormwater Best Management Practices Manual; at the New
Jersey Geological Survey website at:

https://www.nj.gov/dep/njgs/pricelst/gsreport/gsr32.pdf

or at New Jersey Geological and Water Survey, 29 Arctic Parkway, PO Box 420
Mail Code 29-01, Trenton, New Jersey 08625-0420.

C. The precipitation depths of the current two-, 10-, and 100-year storm events
shall be determined by multiplying the values determined in accordance with
items 1 and 2 below:

1. The applicant shall utilize the National Oceanographic and Atmospheric
Administration (NOAA), National Weather Service’s Atlas 14 Point
Precipitation Frequency Estimates: NJ, in accordance with the location(s) of
the drainage area(s) of the site. This data is available at:

https://hdsc.nws.noaa.gov/hdse/pfds/pfds map cont.html?bkmrk=nj; and

2. The applicant shall utilize Table 5: Current Precipitation Adjustment
Factors below, which sets forth the applicable multiplier for the drainage
arca(s) of the site, in accordance with the county where the drainage area of
the site is located.
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Table 5: Current Precipitation Adjustment Factors

Current Prec1pttatlon Ad]ustment Factors _1"; Co

L o 2-year _ 10-year '_ 100-_y_e_a_r_
: -_._:_'Co'u_nty_ De5|gn Stofm De5|gn Storm - 3 Desrgn Storm_ E
Gloucester 1.05 1.06 1.06

D. Table 6: Future Precipitation Change Factors provided below sets forth the
change factors to be used in determining the projected two-, 10, and 100-year
storm events for use in this chapter. The precipitation depth of the projected
two-, 10-, and 100-year storm events of a site shall be determined by
multiplying the precipitation depth of the two-, 10-, and 100-year storm events
determined from the National Weather Service’s Atlas 14 Point Precipitation

Frequency Estimates pursuant to (c)1 above, by the change factor in the table
below.

Table 6 Future Prec:pltatlon Change Factors

Coun ' 'Vear . :.:_ _ 10—year ..10_0'-y_éér:' .
- County - -Design Storm - Deggn Storm Design Storm -
Gloucester 1.19 1.23 1.41

§ 72-605.6. Seurces for Technical Guidance:

A. Technical guidance for stormwater management measures can be found in the
documents listed below, which are available to download from the
Department’s website at:

https://dep.nj.gov/stormwater/bmp-manual/.

1. Guidelines for stormwater management measures are contained in the New
Jersey Stormwater Best Management Practices Manual, as amended and
supplemented. Information is provided on stormwater management
measures such as, but not limited to, those listed in Tables 1, 2, and 3.

2. Additional maintenance guidance is available on the Department’s website
at:

hitps://dep.ni.gov/stormwater/maintenance-guidance/.
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B. Submissions required for review by the Department should be mailed to:

The Division of Watershed Protection and Restoration, New Jersey Department
of Environmental Protection, Mail Code 501-02A, PO Box 420, Trenton, New
Jersey 08625-0420.

§ 72-605.7. Solids and Floatable Materials Control Standards:

A. Site design features identified under § 72-605.4F above, or alternative designs
in accordance with § 72-605.4G above, to prevent discharge of trash and debris
from drainage systems shall comply with the following standard to control
passage of solid and floatable materials through storm drain inlets. For
purposes of this paragraph, “solid and floatable materials” means sediment,
debris, trash, and other floating, suspended, or settleable solids. For exemptions
to this standard see § 72-605.7A.2 below.

I. Design engineers shall use one of the following grates whenever they use a
grate in pavement or another ground surface to collect stormwater from that
surface into a storm drain or surface water body under that grate:

i. The New Jersey Department of Transportation (NJDOT) bicycle safe
grate, which is described in § 2.4 of the NJDOT Bicycle Compatible
Roadways and Bikeways Planning and Design Guidelines; or

il. A different grate, if each individual clear space in that grate has an area
of no more than seven (7.0) square inches, or is no greater than 0.5
inches across the smallest dimension.

Examples of grates subject to this standard include grates in grate
inlets, the grate portion (non-curb-opening portion) of combination
inlets, grates on storm sewer manholes, ditch grates, trench grates, and
grates of spacer bars in slotted drains. Examples of ground surfaces
include surfaces of roads (including bridges), driveways, parking
areas, bikeways, plazas, sidewalks, lawns, fields, open channels, and
stormwater system floors used to collect stormwater from the surface
into a storm drain or surface water body.

iii. TFor curb-opening inlets, including curb-opening inlets in combination
inlets, the clear space in that curb opening, or each individual clear
space if the curb opening has two or more clear spaces, shall have an
area of no more than seven (7.0) square inches, or be no greater than two
(2.0) inches across the smallest dimension.

2. The standard in A.1. above does not apply:
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i.

il.

iii.

iv.

Where each individual clear space in the curb opening in existing curb-
opening inlet does not have an area of more than nine (9.0) square
inches;

Where the municipality agrees that the standards would cause
inadequate hydraulic performance that could not practicably be
overcome by using additional or larger storm drain inlets;

Where flows from the water quality design storm as specified in
N.J.A.C. 7:8 are conveyed through any device (e.g., end of pipe netting
facility, manufactured treatment device, or a catch basin hood) that is
designed, at a minimum, to prevent delivery of all solid and floatable
materials that could not pass through one of the following:

a. A rectangular space four and five-eighths (4.625) inches long and
one and one-half (1.5) inches wide (this option does not apply for
outfall netting facilities); or

b. A bar screen having a bar spacing of 0.5 inches.

Note that these exemptions do not authorize any infringement of
requirements in the Residential Site Improvement Standards for bicycle
safe grates in new residential development (N.J.A.C. 5:21-4.18(b)2 and
7.4(b)1).

Where flows are conveyed through a trash rack that has parallel bars
with one-inch (1 inch) spacing between the bars, to the elevation of the
Water Quality Design Storm as specified in N.J.A.C. 7:8; or

Where the New Jersey Department of Environmental Protection
determines, pursuant to the New Jersey Register of Historic Places Rules
at N.J.A.C. 7:4-7.2(c), that action to meet this standard is an undertaking
that constitutes an encroachment or will damage or destroy the New
Jersey Register listed historic property.

§ 72-605.8. Safety Standards for Stormwater Management Basins:

A. This section sets forth requirements to protect public safety through the proper
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design and operation of stormwater management BMPs. This section applies to
any new stormwater management BMP.

The provisions of this section are not intended to preempt more stringent
municipal or county safety requirements for new or existing stormwater
management BMPs. Municipal and county stormwater management plans and
ordinances may, pursuant to their authority, require existing stormwater
management BMPs to be retrofitted to meet one or more of the safety standards
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in § 72-605.8C.1, 72-605.8C.2, and 72-605.8C.3 for trash racks, overflow
grates, and escape provisions at outlet structures.

C. Requirements for Trash Racks, Overflow Grates and Escape Provisions

1. A trash rack is a device designed to catch trash and debris and prevent the
clogging of outlet structures. Trash racks shall be installed at the intake to
the outlet from the Stormwater management BMP to ensure proper
functioning of the BMP outlets in accordance with the following:

i. The trash rack shall have parallel bars, with no greater than six-inch
spacing between the bars;

ii. The trash rack shall be designed so as not to adversely affect the
hydraulic performance of the outlet pipe or structure;

iii. The average velocity of flow through a clean trash rack is not to exceed
2.5 feet per second under the full range of stage and discharge. Velocity
is to be computed on the basis of the net area of opening through the
rack; and

iv. The trash rack shall be constructed of rigid, durable, and corrosion
resistant material and designed to withstand a perpendicular live loading
of 300 pounds per square foot.

2. An overflow grate is designed to prevent obstruction of the overflow
structure. If an outlet structure has an overflow grate, such grate shall meet
the following requirements:

i. The overflow grate shall be secured to the outlet structure but removable
for emergencies and maintenance.
ii. The overflow grate spacing shall be no greater than two inches across
the smallest dimension
iii. The overflow grate shall be constructed and installed to be rigid,
durable, and corrosion resistant, and shall be designed to withstand a
perpendicular live loading of 300 pounds per square foot.

3. Stormwater management BMPs shall include escape provisions as follows:

i. If a stormwater management BMP has an outlet structure, escape
provisions shall be incorporated in or on the structure. Escape
provisions include the installation of permanent ladders, steps, rungs, or
other features that provide easily accessible means of egress from
stormwater management BMPs. With the prior approval of the
municipality pursuant to VIIL.C, a free-standing outlet structure may be
exempted from this requirement;

ii. Safety ledges shall be constructed on the slopes of all new stormwater
management BMPs having a permanent pool of water deeper than two
and one-half feet. Safety ledges shall be comprised of two steps. Each
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step shall be four to six feet in width. One step shall be located
approximately two and one-half feet below the permanent water surface,
and the second step shall be located one to one and one-half feet above
the permanent water surface. See VIILE for an illustration of safety
ledges in a stormwater management BMP; and

iii. In new stormwater management BMPs, the maximum interior slope for
an earthen dam, embankment, or berm shall not be steeper than three
horizontal to one vertical.

D. Variance or Exemption from Safety Standard

A variance or exemption from the safety standards for stormwater management
BMPs may be granted only upon a written finding by the municipality that the
variance or exemption will not constitute a threat to public safety.

E. Safety Ledge Illustration

Elevation View —Basin Safety Ledge Configuration

Safety Ledge, 4 to 6 feet in Width,

Gently Sloped for Drainage
Top of Ledge,
Permanent 12 to 18 inches _—

~ Water Level Abova Water Surface

NOTE:
Only For Basing with Permanent Pool of Water Not to Scale

§ 72-605.9. Requirements for a Site Development Stormwater Plan:

A. Submission of Site Development Stormwater Plan

1. Whenever an applicant seeks municipal approval of a development subject
to this ordinance, the applicant shall submit all of the required components
of the Checklist for the Site Development Stormwater Plan at § 72-605.9C
below as part of the submission of the application for approval,

2. The applicant shall demonstrate that the project meets the standards set forth
in this ordinance.
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3. The applicant shall submit three (3) copies of the materials listed in the

checklist for site development stormwater plans in accordance with § 72-
605.9C of this ordinance.

B. Site Development Stormwater Plan Approval

{00631840}

The applicant's Site Development project shall be reviewed as a part of the review
process by the municipal board or official from which municipal approval is
sought. That municipal board or official shall consult the municipality’s review
engineer to determine if all of the checklist requirements have been satisfied and
to determine if the project meets the standards set forth in this ordinance.

Submission of Site Development Stormwater Plan

The following information shall be required:

1.

Topographic Base Map

The reviewing engineer may require upstream tributary drainage system
information as necessary. It is recommended that the topographic base map
of the site be submitted which extends a minimum of 200 feet beyond the
limits of the proposed development, at a scale of 1"=200" or greater, showing
2-foot contour intervals. The map as appropriate may indicate the following:
existing surface water drainage, shorelines, steep slopes, soils, erodible soils,
perennial or intermittent streams that drain into or upstream of the Category
One waters, wetlands and flood plains along with their appropriate buffer
strips, marshlands and other wetlands, pervious or vegetative surfaces,
existing man-made structures, roads, bearing and distances of property lines,
and significant natural and manmade features not otherwise shown.

Environmental Site Analysis

A written and graphic description of the natural and man-made features of the
site and its surroundings should be submitted. This description should include
a discussion of soil conditions, slopes, wetlands, waterways and vegetation
on the site. Particular attention should be given to unique, unusual, or
environmentally sensitive features and to those that provide particular
opportunities or constraints for development.

3. Project Description and Site Plans
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A map (or maps) at the scale of the topographical base map indicating the
location of existing and proposed buildings roads, parking areas, utilities,
structural facilities for stormwater management and sediment control, and
other permanent structures. The map(s) shall also clearly show areas where
alterations will occur in the natural terrain and cover, including lawns and
other landscaping, and seasonal high groundwater elevations. A written
description of the site plan and justification for proposed changes in natural
conditions shall also be provided.

. Land Use Planning and Source Control Plan

This plan shall provide a demonstration of how the goals and standards of
§72-605.3 through 72-605.5 are being met. The focus of this plan shall be to
describe how the site is being developed to meet the objective of controlling
groundwater recharge, stormwater quality and stormwater quantity problems
at the source by land management and source controls whenever possible.

. Stormwater Management Facilities Map

The following information, illustrated on a map of the same scale as the
topographic base map, shall be included:

i. Total area to be disturbed, paved or built upon, proposed surface
contours, land area to be occupied by the stormwater management
facilities and the type of vegetation thereon, and details of the proposed
plan to control and dispose of stormwater.

ii. Details of all stormwater management facility designs, during and after
construction, including discharge provisions, discharge capacity for each
outlet at different levels of detention and emergency spillway provisions
with maximum discharge capacity of each spillway.

. Calculations

i. Comprehensive hydrologic and hydraulic design calculations for the pre-
development and post-development conditions for the design storms
specified in § 72-605.4 of this ordinance.

ii. When the proposed stormwater management control measures depend
on the hydrologic properties of soils or require certain separation from
the seasonal high water table, then a soils report shall be submitted. The
soils report shall be based on onsite boring logs or soil pit profiles. The
number and location of required soil borings or soil pits shall be
determined based on what is needed to determine the suitability and
distribution of soils present at the location of the control measure.
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7. Maintenance and Repair Plan

The design and planning of the stormwater management facility shall meet
the maintenance requirements of § 72-605.10.

Waiver from Submission Requirements

The municipal official or board reviewing an application under this ordinance
may, in consultation with the municipality’s review engineer, waive
submission of any of the requirements in § 72-605.9C.1 through 72-605.9C.6
of this ordinance when it can be demonstrated that the information requested
is impossible to obtain or it would create a hardship on the applicant to obtain
and its absence will not materially affect the review process.

§ 72-605.10. Maintenance and Repair:

A. Applicability

Projects subject to review as in § 72-605.1C of this ordinance shall comply with
the requirements of § 72-605.10B and 72-605.10C.

B. General Maintenance

(00631840}

1.

The design engineer shall prepare a maintenance plan for the stormwater
management measures incorporated into the design of a major development.

The maintenance plan shall contain specific preventative maintenance tasks
and schedules; cost estimates, including estimated cost of sediment, debris,
or trash removal; and the name, address, and telephone number of the
person or persons responsible for preventative and corrective maintenance
(including replacement). The plan shall contain information on BMP
location, design, ownership, maintenance tasks and frequencies, and other
details as specified in Chapter 8 of the NJ BMP Manual, as well as the tasks
specific to the type of BMP, as described in the applicable chapter
containing design specifics.

. If the maintenance plan identifies a person other than the property owner

(for example, a developer, a public agency or homeowners' association) as
having the responsibility for maintenance, the plan shall include
documentation of such person's or entity’s agreement to assume this
responsibility, or of the owner's obligation to dedicate a stormwater
management facility to such person under an applicable ordinance or
regulation.
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. Responsibility for maintenance shall not be assigned or transferred to the

owner or tenant of an individual property in a residential development or
project, unless such owner or tenant owns or leases the entire residential
development or project. The individual property owner may be assigned
incidental tasks, such as weeding of a green infrastructure BMP, provided
the individual agrees to assume these tasks; however, the individual cannot
be legally responsible for all of the maintenance required.

. If the party responsible for maintenance identified under § 72-605.10B.3

above is not a public agency, the maintenance plan and any future revisions
based on § 72-605.10B.7 below shall be recorded upon the deed of record
for each property on which the maintenance described in the maintenance
plan must be undertaken.

. Preventative and corrective maintenance shall be performed to maintain the

functional parameters (storage volume, infiliration rates, inflow/outflow
capacity, etc.) of the stormwater management measure, including, but not
limited to, repairs or replacement to the structure; removal of sediment,
debris, or trash; restoration of eroded areas; snow and ice removal; fence
repair or replacement; restoration of vegetation; and repair or replacement of
non-vegetated linings.

. The party responsible for maintenance identified under § 72-605.10B.3

above shall perform all of the following requirements:

i. maintain a detailed log of all preventative and corrective maintenance
for the structural stormwater management measures incorporated into
the design of the development, including a record of all inspections and
copies of all maintenance-related work orders;

ii. evaluate the effectiveness of the maintenance plan at least once per year
and adjust the plan and the deed as needed; and

iii. retain and make available, upon request by any public entity with
administrative, health, environmental, or safety authority over the site,
the maintenance plan and the documentation required by § 72-
605.10B.6 and B.7 above.

8. The requirements of § 72-605.10B.3 and B.4 do not apply to stormwater

management facilities that are dedicated to and accepted by the municipality
or another governmental agency, subject to all applicable municipal
stormwater general permit conditions, as issued by the Department.

. In the event that the stormwater management facility becomes a danger to

public safety or public health, or if it is in need of maintenance or repair, the
municipality shall so notify the responsible person in writing. Upon receipt
of that notice, the responsible person shall have fourteen (14) days to effect
maintenance and repair of the facility in a manner that is approved by the
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C.

municipal engineer or his designee. The municipality, in its discretion, may
extend the time allowed for effecting maintenance and repair for good
cause. If the responsible person fails or refuses to perform such
maintenance and repair, the municipality or County may immediately
proceed to do so and shall bill the cost thereof to the responsible person.
Nonpayment of such bill may result in a lien on the property.

Nothing in this subsection shall preclude the municipality in which the major
development is located from requiring the posting of a performance or
maintenance guarantee in accordance with N.J.S.A. 40:55D-53

§ 72-605.11. Private Storm Drain Inlet Retrofitting:

A.

{00631840}

The purposes of this Article is to require the retrofitting of existing storm drain
inlets which are in direct contact with repaving, repairing, reconstruction, or
resurfacing or alterations of facilities on private property, to prevent the
discharge of solids and floatables (such as plastic bottles, cans, food wrappers
and other litter) to the municipal separate storm sewer system(s) operated by the
Borough of Wenonah so as to protect public health, safety and welfare, and to
prescribe penalties for the failure to comply.

Definitions

For the purpose of this Article, the following terms, phrases, words and their
derivations shall have the meanings stated herein unless their use in the text of
this Article clearly demonstrates a different meaning. When not inconsistent with
the context, words used in the present tense include the future, words used in the
plural number include the singular number, and words used in the singular
number include the plural number. The word "shall" is always mandatory and
not merely directory.

1. Municipal separate storm sewer system (MS4)- a conveyance or system of
conveyances (including roads with drainage systems, municipal streets,
catch basins, curbs, gutters, ditches, manmade channels, or storm drains)
that is owned or operated by Borough of Wenonah or other public body, and
is designed and used for collecting and conveying stormwater.

2. Person —any individual, corporation, company, partnership, firm,
association, or political subdivision of this State subject to municipal
jurisdiction.

3. Storm drain inlet- an opening in a storm drain used to collect stormwater

runoff and includes, but is not limited to, a grate inlet, curb-opening inlet,
slotted inlet, and combination inlet.
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4. Waters of the State — means the ocean and its estuaries, all springs, strecams
and bodies of surface or ground water, whether natural or artificial, within
the boundaries of the State of New Jersey or subject to its jurisdiction

C. Prohibited Conduct
No person in control of private property (except a residential lot with one single
family house) shall authorize the repaving, repairing (excluding the repair of
individual potholes), resurfacing (including top coating or chip sealing with
asphalt emulsion or a thin base of hot bitumen), reconstructing or altering any
surface that is in direct contact with an existing storm drain inlet on that property
unless the storm drain inlet either:

1. Already meets the design standard below to control passage of solid and
floatable materials; or

2. [s retrofitted or replaced to meet the standard in § 72-605.11.D, below prior
to the completion of the project

D. Design Standard
Storm drain inlets identified in this Article shall comply with the following
standard to control passage of solid and floatable materials through storm drain
inlets. For purposes of this paragraph, “solid and floatable materials™ means
sediment, debris, trash, and other floating, suspended, or settleable solids. For
exemptions to this standard see § 72-605.11.D.3, below.

1. Design engineers shall use either of the following grates whenever they use
a grate in pavement or another ground surface to collect stormwater from
that surface into a storm drain or surface water body under that grate.

i. The New Jersey Department of Transportation (NJDOT) bicycle safe
grate, which is described in Chapter 2.4 of the NJDOT Bicycle
Compatible Roadways and Bikeways Planning and Design Guidelines
(April 1996); or

ii. A different grate, if each individual clear space in that grate has an area
of no more than seven (7.0) square inches, or is no greater than 0.5
inches across the smallest dimension

Examples of grates subject to this standard include grates in grate inlets,
the grate portion (non-curb-opening portion) of combination inlets, grates
on storm sewer manholes, ditch grates, trench grates, and grates of spacer
bars in slotted drains. Examples of ground surfaces include surfaces of
roads (including bridges), driveways, parking areas, bikeways, plazas,
sidewalks, lawns, fields, open channels, and stormwater basin floors

2. Whenever design engineers use a curb-opening inlet, the clear space in that
curb opening (or each individual clear space, if the curb opening has two or
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more clear spaces) shall have an area of no more than seven (7.0) square
inches, or be no greater than two (2.0) inches across the smailest dimension.

3. This standard does not apply:

i.

ii.

iii.

iv.

Where the municipal engineer agrees that this standard would cause
inadequate hydraulic performance that could not practicably be
overcome by using additional or larger storm drain inlets that meet these
standards;

Where flows are conveyed through any device (e.g., end of pipe netting
facility, manufactured treatment device, or a catch basin hood) that is
designed, at a minimum, to prevent delivery of all solid and floatable
materials that could not pass through one of the following: and

a. A rectangular space four and five-eighths inches long and one and
- one-half inches wide (this option does not apply for outfall netting
facilities); or

b. A bar screen having a bar spacing of 0.5 inches;

Where flows are conveyed through a trash rack that has parallel bars
with one-inch (1”) spacing between the bars; or

Where the New Jersey Department of Environmental Protection
determines, pursuant to the New Jersey Register of Historic Places Rules
at N.J.A.C. 7:4-7.2(c), that action to meet this standard is an undertaking
that constitutes an encroachment or will damage or destroy the New
Jersey Register listed historic property.

§ 72-605.12. Enforcement:

This Ordinance shall be enforced by the Zoning Official and/or the Police Department
for the Borough of Wenonah

§ 72-605.13. Penalties:

Any person(s) who erects, consiructs, alters, repairs, converts, maintains, or uses any
building, structure or land in violation of this ordinance shall be subject to the
following penalties:

A. Any person(s) who erects, constructs, alters, repairs, converts, maintains, or
uses any building, structure or land in violation of this ordinance shall be
subject to the following penalties: imprisonment in the county jail or in any
place provided by the municipality for the detention of prisoners for any term
not exceeding 90 days; or by a fine, the amount of which shall be a minimum of
$100 up to a maximum of $2,000; or by a period of community service not
exceeding 90 days, or any combination thereof.

{00631840}
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B. Any person who is convicted of violating this ordinance within one year of the
date of the previous violation of the same ordinance and who was fined for the
previous violation shall be sentenced by a court to an additional fine as a repeat
offender. The additional fine imposed by the court upon a person for a repeated
offense shall not be less than the minimum or exceed the maximum fine fixed
for a violation of the ordinance, but shall be calculated separately from the fine
imposed for the violation of this section.

C. The Borough of Wenonah may seek injunctive relief in the Superior Court of
New Jersey to enforce the terms of this ordinance along with any other relief
available under the Laws of the State of New Jersey and nothing herein shall
abrogate or limit the Borough’s right, ability, and authority to do so.

§ 72-605.14. Repealer:

All prior Ordinances or parts of Ordinances inconsistent with this Ordinance be and
the same are hereby repealed to the extent of such inconsistencies.

§ 72-605.15. Severability:

Each section, subsection, sentence, clause and phrase of this Ordinance is declared to
be an independent section, subsection, sentence, clause and phrase, and the finding
or holding of any such portion of this Ordinance to be unconstitutional, void, or
ineffective for any cause, or reason, shall not affect any other portion of this
Ordinance.

§ 72-605.16. Codification:

This ordinance may be renumbered for codification purposes.

§ 72-605.17. Effective Date:

This Ordinance shall be in full force and effect from and after its adoption and any
publication as required by law.
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ALL OF WHICH IS ADOPTED THIS day of , 2024, by the
BOROUGH OF WENONAH.

BOROUGH OF WENONAH

BY:
ATTEST: JESSICA DOHENY, MAYOR

KAREN L. SWEENEY, MUNICIPAL CLERK

I Karen Sweeney, Municipal Clerk, hereby certify that the foregoing ordinance is a true
and accurate copy of an ordinance introduced on May 23,2024, and adopted on final reading by

the Borough Council of the Borough of Wenonah at a regular and duly convened meeting held on
June 27, 2024.

In witness thereof I have set my hand and affixed the seal of the Borough of Wenonah this
23 day of May 23, 2024.. '

Karen Sweeney, RMC/ADMIN/QPA
Mumicipal Clerk, Wenonah Borough
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2024 Personnel Committee

Members: Susan Mayer, Chair; Dan Cox, Jeanne Grigri

Goals for 2024:

Swim season staff:

o Revise salary ranges and incentives to attract staff and cover shifts
o Revise processes to include February letter to past employees

Office staff

o Support training and role clarification as needed

o Work with Administrator and Public Works Superintendent to consider adjustments to
roles to allow for growth of newer staff, when appropriate

o Support development of communication strategy and how staff roles change
(temporary or long-term) to deliver on the strategy

o Expiore customer-facing guidance and best practices

Activities and accomplishments

a1

January: Hired managers Mike and Elena; Revised salary ordinance and target wages; Working
with Finance Committee so budget covers anticipated costs; Worked with Public Works to
consider skill sets needed in open positions.

February: Outreach to last year's guards is anticipated in late February/early March.

March: Qutreach to last year’s guards completed. All management staff identified. Managers
hired and expect to have two Assistant Managers hired by mid-April. Will reach out in early April
to local schools for new guards. Huda is doing a great job of organizing all aspects of
communicating and hiring staff and scheduling the open-water certification.

Q2

April: Continued outreach to potential lifeguards for the summer, including working with the
local high schools. Huda and Elena are working hard to build up our summer staff. In Public
Works, Mike Clark resigned because he is relocating to North Carolina. We appreciate Mike’s
service to the Borough and wish him well.

May: Hiring continues for guards and activity staff (‘gate guards’). All activities for hiring are
handled by both office and seasonal staff. Scheduling will be handled by Elena Funk.

a3

Q4




Public Works Monthly report for May 2024
Submitted by Brian Nichoison

Replacement of Well 1 engineering bid for design were requested from our special projects engineers.

The generator that was used to run the wells prior to the permanent generator being installed, does not
have the ability to run any of our sewer lift stations. The one used to run the lift stations is a 1962
model and is beyond its useful life and not refiable at all. We are working on alternative plans to solve
our issues. The first step is to sell/trade our existing tow behind generator while it still has value, The
auction to sell will end 4-23-24. Generator was sold at auction and now next step is to get prices to
replace with a unit that will meet our needs..

Work continues our GIS project for stormwater program Paul and myself are working with Dave to map
our system to meet DEP guidelines.

Hydrant flushing will be completed this week.

The Dep and Epa have adopted new regulations pertaining to PFAS,PFNAs in drinking water. The
regulation will lower the Maximum Contaminant level from 15 parts per trillion to 4 parts per trillion, as
of now our testing has showed no traces of the chemicals but most of the water systems around us have
traces or are out of compliance. We will continue to monitor results closely.

Work on the lake continues, New handicap tables and basketball nets were delivered. Tables were put
together and Hoops should be instalted by the end of the month. Additional tasks are being coordinated
with Mike Mix and staff.




Public Works Monthly Report

Submitted by Brian Nicholson, DPW Superintendent
For the month May 2024

Road and Utility Maintenance and Compliance Testing

Jan | Feb | Mar | Apr | May {Jun |July | Aug | Sept | Oct | Nov | Dec | Total
Meters installed 2 1 0 2 i
Utility Mark Out 22 131 55 42 44
Water samples
For NJDEP 4 4 4 4 4
Safety and training
s Safety Briefing, Job site observations
Road works
«  Many potholes throughout the borough were filled/ patched.
Other activities
Municipal Properties/ Maintenance/Compliance
e Cleared out catch basins for storms.
e Took water samples, water reports to DEP (Monthly, quarterly)
e Trash/Recycle Collection- Collected trash and recycling at parks, municipal properties, and
businesses.
e 5 sewer |ateral backups cleared by public works.
& Check wells and lifts daiiy
¢ Mow and maintain Borough owned properties
Bulk leaf Collection, Yard Wase & Branch Collection, Chipping, Tree removal
Jan | Feb { Mar | Apr {May |Jun ! July | Aug | Sept | Oct | Nov | Dec | Total
Leaves- cu yds 40
Yard waste 40 | 40 40 40
Branches collected- 20 |40 40 |40
cu yds
Residential Recycling
lan | Feb { Mar | Apr | May |Jun {lJuly | Aug |Sept | Oct | Nov | Dec | Total

# Metal stops 29 j21 |36 45 33

# e-waste stops 18 | 25 17 14 28

Indicates combines metal and e-waste




Mantua Township Police Department

Proudly serving Mantua Township and Wenonah Borough

405 Main Street
Darren E. White Mantua, NJ 08051 Arthur D. Hayes
Chief of Police mantuapd@mantuatownship.com Lieutenant
- 856) 468-1920
William D. Murphy Fa(x (8;6) 464-0237 Brien J. Hauss
Captain Lisutenarit

May 23, 2024

To:  Ms. Mayor and members of the Borough Council
From: Chief White

Re:  Workshop report

e We had a record number of officers who participated in the Police Unity Tour last week —
Lt. Hauss, Det. Krieger, Ptl. Craig, Ptl. Stewart, Sgt. Mroz, and Ptl. Sweeney, Jr., which
is a bike ride from Florham Park, NJ to Washington, DC. Lt. Hayes also rod for a
portion.

o Its primary goal is to raise public awareness for police officers who have been
killed in the line of duty. The secondary goal is to raise money for the National
Law Enforcement Officer’s Memorial in Washington, DC. [ was there several
years ago to visit the memorial. It is unbelievable to see that approximately
21,541 names are on the walls currently, several from this county. With the
current rate at which names are being added, the walls will fill up by 2050.

o As an addition to this, the Bobby Shisler Memorial Bike Ride occurred on May
4% Ag a reminder, Shisler was the Deptford officer who was just killed in the
line of duty in March of 2023 via gunshot from a suspect after a short foot chase
and struggle. T was listening to Deptford’s zone during the entire encounter and
will never forget hearing the confusion and stress in all of the officer’s voices on
the radio. This occurred in an area where most of us have likely driven by on our
way to Route 295.

e Inorder to provide our officers with the knowledge they need to successfully perform
their job, several officers attended important training:

o Hasselman and Shaw — Font Line Supervision School — a school to which we
send all our supervisors from Corporal on up.

o Layton and Krieger — Electronic Investigations — with both being in the detective
bureau and electronic investigations being bigger than ever, this was an important
class for them.

o Hayes, Hauss, Crispin — Free — Work Zone Safety webinar — important so that
officers know the proper way a work zone is set up to help avoid liability.




o Craig and Germscheid — Search and Seizure, Traffic Stops, and K9 Case Law
Updates — Important class for newer officers to ensure that they have proper
information on these topics as they are the most likely to result in a lawsuit.

o Officers attended a Megan’s Law training class today at no cost.

o Several officers attended a crash report training class today at no cost.

e Our diversity recruitment strategy has been updated and posted on our website. Although
this is a relatively new requirement from the state, it is something that we have been
trying to accomplish since at lease 2008. The goal is to have the racial and sex makeup
of the police department comparable that of the towns for which we provide service.

e We will have a new class one officer graduating the academy this week.

e Harrison Township had two additional home invasion burglaries / motor vehicle thefts.
As mentioned previously, these are occurring all over the state and target high end
vehicles. Please do not hesitate to call us for anything suspicious — 911 for emergencies
and 856.589.0911 for non-emergent officer response.




Mantua Township Police

AN RAwice Ml L

Incidents Summary List

Reporting Period : 04/01/2024 - 04/30/2024
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911 Hang Up 2
Abandoned Vehicle i
Abdominal Pain 3
Added Patrol 56

Allergic Reaction
AnimaIE‘S}'ﬁplaint

Assault

Building Fire

Burglar Alarm Activation
ESFﬁﬁwunity Policing
Disabled Motor Vehicle
Dispute

Disturbance

‘Domestic

Down/Arcing Wires

Escort

Fall Victim

Fire Alarm System

Follow Up

Fumes Interior

Hazardous Road Condition
TInvestigation
Juvenile Complaint

Law Enforcement Against Drugs
Lock Out

Medical Alarm

Medical Emergency

Motor Vehicle Complaint

Motor Vehicle Crash
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‘Motor Vehicle Stop 3 18
Notification/Informational 3
Panic Alarm 1
Pedestrian MVC i
‘Pedestrian Stop [ 1
Property Check 25 25
Psychiatric Emergency' 1 1
Public Assist 2 2
Radar Enforcement o 17 17
Respiratory Emergency ' 1 1
School Crossing 10 10
Solicitation ' 1 1
Speak To Officer 3 3
JSuspicious Incident 1 1
Suspicious Motor Vehicle 3 3
o . = =
Trafflc . D_eta TR 3 . 5
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Mantua Township Police

AT Rl e

Incidents Summary List

Reporting Period : 04/01/2024 - 04/30/2024

Unconscious Person 1 1
Unknown Medical Emergency 1 1
Unwanted Person 1 1
ol . s s 508
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ALL TRAFFIC

SOLUTIONS

Speed Summary

jefferson, SB

Start: 2024-04-20
End: 2024-05-20

Times: 0:00:00-23;59:59 Speed Range: 1 to 150
Overall Summary

Total Days of Data: 31 Minimum Speed: 10

Speed Limit: 25 Maximum Speed: 56

Average Speed: 23,15 Display Mode: Unknown

50th Percentile Speed: 23,26 Average Volume per Day: 801.4

85th Percentile Speed: 28.23 Total Volume: 24843

Pace Speed Range: 19-28

Generated by Brian Nicholson on 05-21-2024




ALLTRAFFIC

SOLUTIONS

Start: 2024-04-20
End: 2024-05-20
Times: 0:00:00-23:52:59

Volume by Speed

jefferson, SB

Speed Bins: Size 5, Range 110 150
Time View: By Hour (Total Volumes)

Generated by Brian Nicholson on 05-21-2024




ALLTRAFFIC Volume by Speed

SCLUTIONS ]
jefferson, SB

Start: 2024-04-20
End: 2024-05-20 Speed Bins: Size 5, Range 1 to 150
Times: 0:00:00-23:59:59 Time View: By Hour (Total Volumes)

Total Volume by Speed Distribution
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ALLTRAFFIC

SOLUTIONS

Speed Summary

Marion, NB
Start: 2024-04-20
End: 2024-05-20
Times: 0:00:00-23:59:59 Speed Range: 1 to 150
Overall Summary
Total Days of Data: 31 Minimum Speed: 0
Speed Limit: 25 Maximum Speed: 75
Average Speed: 23.97 Display Mode: Unknown
50th Percentite Speed: 24.58 Average Volume per Day: 919.6
85th Percentiie Spesd: 30.04 Total Volume: 28509

Pace Speed Range: 20-30

Generated by Brian Nicholson on 05-21-2024




ALLTRAFFIC Volume by Speed
SOLUTIONS

. Marion, NB

Start: 2024-04-20

End: 2024-05-20 Speed Bins: Size 5, Range 1 to 150
Times: 0:00:00-23:52:59 Time View: By Hour (Total Volumes)

Generated by Brian Nicholson on 05-21-2024




ALL TRAFFIC
SOLUTIONS Volume by Speed

‘ Marion, NB

Start: 2024-04-20

End: 2024-05-20 Speed Bins: Size 5, Range 1 to 150
Times: 0:00:00-23:52:58 Time View: By Hour (Total Volumes)

Total Volume by Speed Distribution
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ALLTRAFFIC

‘SOLUTIONS

Start: 2024-04-20
End: 2024-05-20
Times: 0:00:00-23:59:69

Overall Summary
Total Days of Data: 31

Speed Limit: 25

Average Speed: 28.84

50th Percentile Speed: 29.32

85th Percentile Speed: 35.0

Pace Speed Range: 25-35

Speed Summary

Marion, SB

Speed Range: 1 o 150

Minimum Speed: 10

Maximum Speed: 56

Display Mode: Unknown
Average Volume per Day: 464.4
Total Volume: 14396

Generated by Brian Nicholson on 05-21-2024




ALL TRAFFIC

SOLUTIONS

Start; 2024-04-20
End: 2024-05-20
Times: :00:00-23;59:59

Volume by Speed
Marion, SB

Speed Bins: Size 5, Range 1 to 150
Time View: By Hour {Total Volumes)
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ALL TRAFFIC
e LuT lone Volume by Speed
Marion, SB
Start: 2024-04-20
End: 2024-05-20 Speed Bins: Size 5, Range 1 to 150
Times: 0:00:00-23:52:59 Time View: By Hour {Total Volumes)

Total Volume by Speed Distribution
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Wenonah Volunteer Fire Company

Incident and Activities Report

April 2024

Lsguap>

ESTABLISHED 1888

Jan

Feh

Mar

Apr

May

Jun

Jui

Aug

Sep

QOct

Nov

Dec Total

ALARM: CO

5

ALARM: Fire

e
[=}

Animal Rescue

Assist EMS

Assist PD

Cover

Dispatch Error

FIRE: 8rush

FIRE: Bullding

FIRE: Dwelling

FIRE: RIC

FIRE: Rubbish

FIRE: Structure

FIRE: Vehicle

FUMES:; Exterior

FLIMES: Enterior

HAZMAT/Spill

Investigation

MVC

Pubiic Service

Rescue Assignment

Wires

~Njloa|w{jo|lolr]lr|ip|jojlolrIoipmjwim]oir]ir{OoO

Meetlngs/Orills

Events

Comments:
The company responded into Woodbury Heights for a working dwelling fire. Fire was primarily contained to the kitchen.

The company escorted the Wenonah Athletic Association on their opening day festivities. The company also participated in two events

at Gateway aimed at recruiting Junior Firefighters.

i Neavaler

Tim Nessler, Fire Chief




A BOROUGH OF

WENONAH

NEW JERSETY

Wenonah Borough Council
Finance & Budget Committee Report

Committee Chair: Jaclyn Graves
Committee Members: Jeanne Grigri & Susan Mayer

Report for May 23, 2024

2024 Budget Preparation
e Budget will be adopted this month

Resolutions
e 2024-53 Resolution Approving the adoption of the 2024 Municipal Budget

Ordinances for Second Read
e 2024-7: Qrdinance to Exceed the Municipal Budget Appropriations Limits and to
Establish a Cap Bank.
o This allows us to retain any unused allowable budget increase from 2024
for up to two additional years if necessary.

Respectfully submitted,

Jaclyn Graves, chair
jgraves@boroughofwenonah.com




Current Taxes

Prenpaid Taxes / 2025
2024 Taxes

2023 Taxes

6% Year End Penalty
Arrears

Tax Title Liens

Interest & Costs

Tax Searches

Cleanup

Advertising Costs

Tax Sale Premium

Lien Recording

Dup. Tax Sale cert. Fee
NSF Fee

Bankruptcy & Foreclosure Fees

Total Receipts

&/Q@M

Kim M aw}srs
Tax Co et

Percentage of Collection at April 30, 2024
Percentage of Collection at April 30, 2023

April

0.00
527,528.52
6,834.58
0.00

0.00

0.00
734.09
0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

535,097.19

62.34%
64.14%

2024 To Date

0.00
2,772,882.20
17,233.62
0.00

0.00

0.00
2,964.69
0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

2,793,080.51




Public Programs Committee Report
Public Meeting May 23th, 2024

Jeanne Grigri : Chair
Jonathan Barbato, Anthony Fini

Goals for 2024:
- Wenonah Lake Summer Swim program - build upon last year's success and continue fo boost membership and usage
far recreation as well as summer education and entertainment in collaboration with the WLA and/for others
- Continue to maintain strong ties with all volunteer organizations in town and support increased communication among
the varfous groups as well as their communication to us and to the community at large
- Continue to plan Mayors Wellness events and work toward our Healthy Town designation
- Seek to broaden environmental awareness throughout the community through education, communication and facilitation

Programs/Events/Acti | Past Month (since last mtg | Ongoing and/or

vities/Organizations | in bold) upcoming
Mayor’s Weliness -Chair yoga continues Next chair yoga 6/6 and will
Campaign -Zumba {by Skip Holder) is now continue with 1st Thursday
added to the list of free wellness schedule
activities every other Tuesday eve. | EVENT: Green Mile for Mental
7pm — Episcopal Church Heaith. May 31st. 6-7PM (Belle,
Haley, MWC LIONS)
Clean Communities Day Saturday, May 11, Great turnout,

at least 100 volunteers, 10
different groups participating,
great weather, lats of sprucing up

at the loke
Wenonah Lake Summer -Received annual certification | -Continued collaboration with
Swim and Recreation from the county WLA
-Continued prep for season -Haunted Trail will be revived
{PW, Mike and volunteers) this falt

WLA turf donation, WEC’s Bob
Bevilaqua bridge repair
-Membership registration has
begun (will get current
numbers to report)

-still looking for LGs

Volunteer Org. Porchfest last Saturday (WLA) Family Fun Day at the lake

J 9th {WLA
Updates/Events Derby Day at the Park {Lions} on fune ( )




B,

THE PETTIT GROUP, LLC

Engineering ¢ Architecture * Planning

VIA E-MAIL ONLY
May 20, 2024

Mayor and Council
Borough of Wenonah
1 South West Avenue
Wenonah, NJ 08090

RE: Monthly Engineering Report
Borough of Wenonah
Public Meeting: Thursday May 23, 2024
Project Number WNOEO12T

The following report summarizes the status of the various projects authorized by the Mayor and
Borough Council:

I. CONSTRUCTION PROJECTS:
2023 INFRASTRUCTURE IMPROVEMENT PROJECT:

1. The project is substantially complete and the Contractor is currently addressing the Project
Punchlist.

2. The NJDOT Post-construction Design Exception Reports for both Clinton Avenue and
Jefferson Avenue have been completed and will be submitted to NJDOT concurrent with our
request for final inspection.

A. The Contractor has committed to reimbursing the Borough for the work effort required to
complete said Reports.

3. Upon determination of the Final Contract Amount, our office will prepare and forward the
Contract Closeout Documents to the Contractor for completion and request the 2 Year
Maintenance Bond.

JOHN AND KATHY HOWARD PARK AT WENONAH LAKE:

1. The Contractor has substantially completed the project and our office will be submitting a
recommendation to Council for approval of Partial Payment #3, which will include payment for
all completed work with exception to the release of the 2% contract retainage.

2. Our office will be submitting Change Order #2(Final) reflecting the final as-built contract bid
itern amounts. It should be noted that the approval of Change Order #2(Final) will reduce the
amended contract amount of $154,889.00, to a Final Contract amount of $153,789.00, thus
reflecting an overall increase of $4,705.00 (or 3.16%) above the original Contract Amount of
$149,084.00.

497 Center Street, Sewell NJ 08080 | () (856) 464-9600 | (1) (856) 463-9606 | www.pelliigroup.com
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2.

Our office has issued the Contract Closeout Documents to the Contractor and requested
the 2 Year Maintenance Bond. Upon receipt and approval of the Contract Closeout
Documents and 2 Year Maintenance Bond, our office will prepare the Final Payment for
the release of the Contract Retainage.

The basketball backboards and accessible picnic benches have been purchased and will
be installed by the Public Works Department.

Upon completion of the work and identification of all project costs, our office will
prepare the Grant reimbursement package and submit to the County for reimbursement.

We have discussed the proposed sidewalk painting project with the County and have
confirmed that there will be no consequential adverse impacts to the CDBG Grant,
provided that there are no political related messages.

Our office remains available to assist in the development of a Master Plan for the Park
property,

II. GENERAL MUNICIPAL ENGINEERING:

2024 INFRASTRUCTURE IMPROVEMENT PROJECT:

1.

The design plans and specifications are near completion and will be submitted to NJDOT
for review and approval before the end of May.

A. DOT approval is anticipated prior to the June 27" Council Meeting. Therefore,
we are requesting Council’s authorization to publicly bid the 2024 Infrastructure
Improvement Project and have forwarded a draft Resolution for Council’s
consideration.

2. Once DOT approval is obtained, we will coordinate the Public Bid Advertisement with

the Borough Clerk (anticipated for mid-late June). Bid Opening is tentatively scheduled
for mid-late July, with an Award of contract subsequently expected at the July 25™
Council Meeting.

2025 INFRASTRUCTURE IMPROVEMENT PROJECT:

1.

The Borough has secured $450,000 in NJDOT Local Aid Infrastructure Funding (LAIF)
for Maple Street and $316,851 in NJDOT Municipal Aid funding for North Clinton
Avenue, for a total of $766,851 in NJDOT Grant Funds.

The NJDOT Grant Agreements require that the Borough award a construction contract
for Maple Street no later than September 6, 2025, and award a construction contract for
N. Clinton Avenue no later than October 31, 2025,
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A. For cost saving purposes, we recommend that both projects be bid and awarded
under a single contract in the Spring of 2025.

To accommodate said schedule, our office shall submit a Phase I Engineering
proposal inclusive of the evaluation of the roadway conditions, preparation of a
preliminary scope of roadway improvements, identification of the utility
infrastructure needs, and preparation of preliminary construction costs estimates
for budgetary planning purposes.

B. From a utility perspective, we do not anticipate any utility upgrades being
required in Maple Street, with exception to potential water service replacements.

Utility upgrades in N. Clinton Avenue will have been completed under the 2023
and 2024 Infrastructure Projects.

2025 NJDOT MUNICIPAL AID PROGRAM:

1. The solicitation for Year 2025 NJDOT Municipal Aid Applications was issued by the
NIDOT on April 29, 2024 and applications are due on July 1, 2024.

2. Based upon its deteriorated conditions and as discussed during the November 30™ Public
Works Department meeting, it was recommended that the subject of the 2025 MA Grant
Application should be North Marion Avenue, from Mantua Avenue to Elm Street.

A. Upon concurrence of Council, our office will begin the Grant Application
Process, including identification of the scope of work and preliminary
construction cost estimate.

3. Please note that the necessary Resolution in support of the NJDOT Municipal Aid
Application will have to be adopted at the June 27" Meeting. Our office shall assist.
FUTURE LOCALLY FUNDED ROADWAY IMPROVEMENTS

1. The following roadways comprise the current list of local roadways in need of
improvements based upon their current conditions (in no specific order):

A. N. Princeton Avenue, from East Poplar Street to East Elm Street
B. N. Stockton Avenue, from East Poplar Street to East Elm Street
C. East Poplar Street, from Princeton Avenue to Synnott Avenue

D. S. Princeton Avenue, from Mantua Ave to Bast Cherry Street

E. S.Princeton Avenue, from East Willow St. to East Cedar St.
F. East Pine Street, from Clinton Avenue to Marion Avenue
G. West Willow Street, from Jefferson Avenue to Dead End
H

. West Cedar Street, from Southwest Avenue to Dead End west of Jefferson
Avenue
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To assist in identifying candidates for future roadway improvements, our office will
prepare a Roadway Paving Priority Map which will document existing roadway
conditions and prioritize those roadways in need of rehabilitation.

2. Utility investigations shall also be completed to assist in the evaluation, prioritization,
and development of the scope of work for each roadway.

3. A potential project that would entail the crack sealing of recently paved roadways for
preservation purposes was discussed at the November 30, 2023 Public Works Meeting.
Qur office will review the scope and feasibility of the project with a local contractor for
cost estimating purposes.

COMEYS LAKE:

1. The following remediation work at the Comey’s Lake Dam remains to be completed and
shall be addressed by the Public Works Department as staffing and time permits.

A. The backfilling and stabilization of the eroded slope of the earthen dam.
B. The video inspection of the clogged inflow pipe

C. The potential for the abandonment of the existing lake levelling device and
construction of new lake overflow bypass system to assist in preventing any future
bank erosion resulting from flooding events.

LIGHT RAIL
1. No Change Since Last Report.

CONRAIL
1. No Change Since Last Report.

SANITARY SEWER SYSTEM

1. Based upon discussions with Public Works, considerations should soon be made for the
replacement and/or upgrade of the Mantua Avenue pump station.

A. The project would also entail the extension of a new sanitary sewer force main from
the Lenape Pump Station which would allow for the abandonment of the existing
cast iron force main that runs through the Conservation Lands.

B. It is recommended that a sewer bypass system be incorporated into the scope of the
project to facilitate future pump station maintenance.

C. It is further recommended that the scope of the Mantua Avenue Pump Station
project include the installation of a communication system for all Borough Pump
Stations for purposes of facilitating maintenance activities and emergency
responses.
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2. We are investigating various Grant opportunities to fund the pump station infrastructure
improvements needed to provide sewer service to the residents on north Woodbury-
Gilassboro Road.

3. The existing sewer lateral at #204 North Marion Avenue has a number of displaced joints
which are causing frequent clogs and therefore, a new sewer lateral connection is
required.

GLOUCESTER COUNTY UTILITIES AUTHORITY (GCUA)

1. No Change Since Last Report.

BOROUGH WATER DISTRIBUTION SYSTEM UPGRADES

1. Water Distribution System upgrades for the Year 2024 are currently limited to the
replacement of existing water main and water services in N. Clinton Avenue, from Poplar
Street to Mantua Avenue.,

BOROUGH WATER TOWER AND WELLS

1. Our office defers detailed status reports on the Borough Well & Water Tower to the
Special Projects Engineer.

2. Our office is in receipt of the engineering proposals for the Replacement of Well #1, as
provided by the Borough's Special Project Engineers. We have reviewed the proposals
and provided the Borough with a recommendation.

3. Our office is in receipt of a request from AT&T for the installation of a new Generator
and 10’ x 16’ fenced-in compound that would lie adjacent to the Water Tower. Prior to
responding to the AT&T request, we recommend that the plans be reviewed for potential
conflicts with the Well #1 Replacement Project.

DELAWARE RIVER BASIN COMMISSION (DRBC) WATER SYSTEM AUDIT
1. No Change Since Last Report.

NJDEP WATER ALLOCATION

1. Based upon the Borough’s total water usage to date, the Annual 2024 Water Usage
projects to be safely below the annual allocation limit of 72.07 million galions per year.

BOROUGH WATER SYSTEM RECORD KEEPING

1. Our office will be updating the Borough’s Water System Mapping to address numerous
discrepancies between the Borough’s current maps and the actual water system
infrastructure identified during construction of the 2023 Infrastructure Improvement
Project.
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STORM SEWER SYSTEM

1. The NJDEP has determined that the existing Drainage Channel that runs through a
number of private properties located on Synnott Avenue, between Buttonwood Street
and Elm Street, is a surface conveyance system that is a part of the Borough’s
Municipal Storm Sewer System. Therefore, its maintenance is the responsibility of the
Borough.

A. To the best of our knowledge, there are no utility easements in existence that would

allow the Borough Right of Access to these private properties to perform any
required maintenance.

Therefore, we are currently investigating the feasibility of installing a number of
underground storm sewer piping improvements in the Public Right of Way that
would serve to bypass the existing surface conveyance system, and thus alleviate
the Borough of the responsibility for maintaining storm sewer improvements that
are located upon private property.

Due to the fact that a portion of the runoff that discharges into the existing surface
conveyance system comes from a County Drainage Easement that extends from
Woodbury-Glassboro Road, we have reached out to the County Engineer’s Otfice
to request their input.

Upon resolution of the above, the Borough’s MS4 Map and Stormwater Pollution
Prevention Plan (SPPP) shall be updated accordingly.

2. Tt is suspected that portions of the existing storm sewer pipes at the following locations
may need to be replaced. Therefore, we will coordinate a video inspection of the
existing pipes with the Public Works Department to confirm their condition:

A. Storm pipe in E. Pine Street from S. Clinton Avenue to S Marion Avenue.

B.

Storm pipe in Maple Street, at Northeast Avenue.

3. The storm pipe, located between the inlet at the corner of Southeast Avenue and Cedar
Street and the pipe outfall within the Conrail ROW, remains partially filled with debris
but currently functioning, Therefore, we will continue to monitor the condition of the
pipe with the cooperation of the Public Works Departient.

NJPDES STORMWATER DISCHARGE PERMIT (M$S4)

1. It is our understanding that the Tree Removal/Replacement Ordinance is still being
reviewed by the Ordinance Committee.

2. The NJDEP has set forth a deadline of July 18, 2024 for the adoption of a number of
mandated amendments to the Borough’s Stormwater Control Ordinance (SCO) in order
to comply with the NJDEP Inland Flood Protection Rules.




WNOEO12T
Mayor and Council
May 20, 2024
Page 7

Our office, in conjunction with the Borough Solicitor, have prepared the Amended
SCO in anticipation of a 1% Read at the May 23" Council Meeting and a 2" Read at the
June 27% Meeting.

A. Prior to the 2™ Read, the Ordinance must be reviewed and endorsed by the
Combined Planning Board (June 24 Meeting).

B. Upon 2™ Read by Council, our office will forward the Amended SCO to the
Gloucester County Planning Department for approval.

1) The Amended SCO will be become effective immediately upon County
approval or, will become effective should the County not respond to the
Borough within 60 calendar days of submission of the Ordinance.

C. Subsequent to the above, our office will update the Borough Municipal
Stormwater Management Plan (MSWMP) to reflect the Borough’s Amended
SCO.

3. Our office continues to update the Borough’s 2024 Stormwater Pollution Prevention
Plan (SPPP). The most recent updates reflected the Inspection of the existing Drainage
Channel that runs through the private properties located on Synnott Avenue, between
Buttonwood Street and Elm Street

4. The Wenonah Native Garden Club and the South Jersey L.and and Water Trust
(SJLWT) are currently coordinating a Library Rain Garden re-planting project. Our
office will assist with coordinating the project and documenting same for the Borough's
Stormwater Pollution Prevention Plan (SPPP).

5. The Borough’s MS4 Map has been updated to include all storm sewers that have been
previously surveyed as part of prior year’s construction projects.

A. We will solicit the assistance of the Public Works Department in documenting the
existing storm sewers in locations that have not been previously surveyed.

B. Once the geo-referenced CAD file is complete, the NJDEP will convert the CAD
file into the Borough’s ArcGIS Map. The MS4 Map must be completed and
submitted to NJDEP by December 2025.

SOUTHWEST AVENUE DRAINAGE PROBLEM

1. In order to alleviate an existing flooding problem at the southerly end of Southwest
Avenue, it is recommended that Public Works clear the debris from a formerly existing
drainage channel, whose blockage is likely the result of the September 2021 Tornado.

A. In accordance with the requirements of the Borough’s MS4 Stormwater Permit,
this maintenance activity must be logged. Furthermore, the drainage channel
must be inspected and maintained on a regular basis.
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CONSERVATION AREA EROSION PROBLEMS

1. The following Conservation Area erosion problems shall be addressed as staffing and
time permits:

A. West Cherry drainage ditch/bridge bulkhead.
B. Eroded side slope of Comey’s Lake Earthen Dam.,
C. Existing ravine located within Block 13.
D. #3 Shawnee Drive Drainage Easement
E. Eldridge Trail entrance
Our office will continue to work with the Public Works Department and Environmental

Commission on addressing these erosive areas within the Borough’s Conservation Lands.

2. Tt should be noted that the 2023 Stormwater Permit Renewal includes a requirement to
repair Stream Scouring and Erosion within one (1) year of its identification. Therefore,
the Borough should be prepared to address these erosion problems in 2024.

NJDEP GRANTS & LOANS NEEDS SURVEY — GRANT FOLLOW UP

1. Although being identified as one of the most prominent needs by municipalities
statewide, the DEP has yet to provide a viable Grant opportunity for funding the repair
of erosive conditions resulting from the discharge of stormwater,

TRAFFIC CALMING & SAFETY MEASURES

1. Our office has assembled an inventory of existing pavement markings located
throughout the Borough in preparation for a future Coniract for the installation of new
and/or replacement of existing pavement markings, i.e. crosswalks, stop bars, lane
striping, etc.

A. Our office will reach out to a local Pavement Striping and Marking Contractor to
obtain a rough cost estimate for such work.

2. We have contacted the Camden County Engineer’s Office regarding the Traffic
Calming Measures recently installed in Clements Bridge Road for their possible
incorporation into the Maple Street Project to aid in offsetting the anticipated loss of the
existing speed humps.

NJ TRANSIT BUS STOPS IN MANTUA AVENUE

1. NJ Transit is proposing to establish a number of designated Bus Stops along Mantua
Avenue and is requesting that the Borough adopt a Resolution to officially designate NJ
Transit Bus Stops at the following locations:

A. Northwest & Southwest Corners of Mantua Avenue and Woodbury-Glassboro
Road.
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B. Northwest & Southwest Corners of Mantua Avenue and Clinton Avenue.
C. Northeast & Southwest Corners of Mantua Avenue and Monroe Avenue.
D. Northeast & Southwest Corners of Mantua Avenue and Lincoln Avenue.

Each of the aforementioned Bus Stops will include a No Parking Restriction in Mantua
Avenue which generally extends from the nearest intersecting curbline to
approximately 100 feet from said curbline.

2. Upon adoption by the Borough, the County must also adopt their own Resolution
before the Bus Stops are made official by NJ Transit.

3. Once the Bus Stops are official, NJ Transit will be installing the Bus Stop Signage and
will be responsible for the maintenance of the signs.
A. The Borough Police Department will be responsible for enforcing the no parking
within the bus stop limits.
ORDINANCE MODIFICATIONS

1. Please see “NJPDES STORMWATER DISCHARGE PERMIT (MS4)” regarding the
adoption of the following Ordinances:

A. Tree Removal/Replacement Ordinance.

B. Amended Stormwater Control Ordinance (SCO).

AFFORDABLE HOUSING REGULATIONS
1. No Change Since Last Report.

VACATION OF ALLEY BETWEEN MONROE AVENUE AND CORSONS ALLEY
1. No Change Since Last Report.

. PRIVATE DEVELOPMENT PROJECTS AND INSPECTIONS:

AT&T CELLULAR ANTENNAE INSTALLATION

1. We are currently reviewing AT&T’s plans for the installation of a new Generator and
10” x 16’ fenced-in compound to determine whether the proposed improvements fall
within the scope of the allowable modifications that are permitted by the recently
updated Federal and State Statutes.

A. It is our recommendation that the AT&T Plans also be reviewed by the Special
Projects Engineer who will be involved in the Replacement of Well #1.

T-MOBILE CELLULAR ANTENNAE INSTALLATION
1. No Change Since Last Report.
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VERIZON CELLULAR ANTENNAE INSTALLATION
1. No Change Since Last Report.

IV. PLANNING BOARD ACTIVITY:

1. Ttis antjcipated that the Board will be reviewing the Borough’s Updated Stormwater
Control Ordinance (SCO) at the June 24, 2024 Meeting.

If there are any questions regarding the content of this report, please contact me at the office
(856) 464-9600 or on my cell at (267) 972-6317.

Sincerely,
THE PETTIT GROUP, LLC

VU Caeh—

David Kreck, PE, CME
Associate

Cec:  Karen Sweeney, Borough Clerk (via e-mail)
Matthew P. Lyons, Esq., Borough Solicitor (via e-mail)
Laurie Christinzio, Planning Board Secretary (via e-mail)
Huda Ijaz, Finance Office (via e-mail)
Carol Newman, Office Clerk (via e-mail)




